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Mr. Andy Buckland
Manufacturing Manager
Shurtape Technologies, LLC
P. O. Box 1530

Hickory, NC 28603

SUBJECT: Air Quality Permit No. 02218T37
Facility ID: 1800206
Shurtape Technologies — Hickory/Highland Plant
Hickory, Catawba County, NC
Fee Class: Title V
PSD Class: Major

Dear Mr. Buckland:

In accordance with your completed Air Quality Permit Application for a significant modification of
your Title V permit received on September 25, 2020, we are forwarding herewith Air Quality Permit No.
02218T37 to Shurtape Technologies — Hickory/Highland Plant, 1620 Highland Avenue, Hickory, North
Carolina authorizing the construction and operation, of the emission source(s) and associated air pollution
control device(s) specified herein. Additionally, any emissions activities determined from your Air Quality
Permit Application as being insignificant per 15A North Carolina Administrative Code 02Q .0503(8) have
been listed for informational purposes as an "ATTACHMENT." Please note the requirements for the annual
compliance certification are contained in General Condition P in Section 3. The current owner is responsible
for submitting a compliance certification for the entire year regardless of who owned the facility during the
year.

As the designated responsible official it is your responsibility to review, understand, and abide by all
of the terms and conditions of the attached permit. It is also your responsibility to ensure thatany person who
operates any emission source and associated air pollution control device subject to any term or condition of
the attached permit reviews, understands, and abides by the condition(s) of the attached permit that are
applicable to that particular emission source.

If any parts, requirements, or limitations contained in this Air Quality Permit are unacceptable to you,
you have the right to request a formal adjudicatory hearing within 30 days following receipt of this permi,
identifying the specific issues to be contested. This hearing request must be in the form of a written petition,
conforming to NCGS (North Carolina General Statutes) 150B-23, and filed with both the Office of
Administrative Hearings, 6714 Mail Service Center, Raleigh, North Carolina 27699-6714 and the Division of
Air Quality, Permitting Section, 1641 Mail Service Center, Raleigh, North Carolina 27699-1641. The form
for requesting a formal adjudicatory hearing may be obtained upon request from the Office of Administrative
Hearings. Please note that this permit will be stayed in its entirety upon receipt of the request for a hearing.
Unless a request for a hearing is made pursuant to NCGS 150B-23, this Air Quality Permit shall be final and
binding 30 days after issuance.

3 North Carolina Department of Environmental Quality | Division of Air Quality
217 West Jones Street | 1641 Mail Service Center | Raleigh, North Carolina 27699-1641

ueganme ot ol En onmemal Quali ty 919.707.8400



Mr. Andy Buckland
XX
Page 2

You may request modification of your Air Quality Permit through informal means pursuant to NCGS
150B-22. This request must be submitted in writing to the Director and must identify the specific provisions
or issues for which the modification is sought. Please note that this Air Quality Permit will become final and
binding regardless of a request for informal modification unless a request for a hearing is also made under
NCGS 150B-23.

The construction of new air pollution emission source(s) and associated air pollution control
device(s), or modifications to the emission source(s) and air pollution control device(s) described in this
permit must be covered underan Air Quality Permit issued by the Division of Air Quality prior to construction
unless the Permittee has fulfilled the requirements of NCGS 143-215.108A(b) and received written approval
from the Director of the Division of Air Quality to commence construction. Failure to receive an Air Quality
Permit or written approval prior to commencing construction is a violation of NCGS 143-215.108A and may
subject the Permittee to civil or criminal penalties as described in NCGS 143-215.114A and 143-215.114B.

Catawba County has triggered increment tracking under PSD for PMio. However, this permit
modification does not consume or expand increments for any pollutants.

This Air Quality Permit shall be effective from xx until December 31, 2023, is nontransferable to
future owners and operators, and shall be subject to the conditions and limitations as specified therein.

Should you have any questions concerning this matter, please contact Rahul P. Thaker, P.E., QEP,
at (919) 707-8740 or Rahul. Thaker@ncdenr.gov.

Sincerely yours,

Mark J. Cuilla, EIT, CPM, Chief, Permitting Section
Division of Air Quality, NCDEQ

Enclosure

c: Michael Sparks, EPA Region 4
Mooresville Regional Office
Central Files
Connie Horne (cover letter only)


mailto:Rahul.Thaker@ncdenr.gov
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ATTACHMENT to Permit No. 02218T37
Insignificant Activities per 15A NCAC 02Q .0503(8)
Emission Source 1D No. Emission Source Description

*|ES-36-MRT-1 Molten Resin Tank - maximum capacity of up to 30,000 gallon capacity

*|ES-36-BM-1 Bulk flake resin melter

*|S-PD1-EX1 Pilot-scale research and development extruder

IS-PD1-CT1 Up to 2kW Corona Treater

I-36-BBS Small Plant 36 Bagbreak Stationandfilter

*|-ES-36-BM-2 Resin Pre-Melter

*|-FAE Fragrance Application Equipment

*|ES-33-WEBTREAT Web treatment units

*|ES-33-DRUMUNLOAD Drum unload station

*|ES- 33-ADMIX Mix vessels

*|ES-33-GR Groundwater remediationsystem

MACT GGGGG

*|ES-33-IT-WB Interior water-based holding, storage, and mixing tanks

*|ES-36-POST-1 Process Oil Tank - maximum capacity of 13,000 gallons

*|ES-36-1T-1 Water-based holding, mixing and flush tanks

*|ES-36-WBST1 Storage tanks havinga total combined capacity of 38,000 gallons

MACT EEEE

IES-36-RH-1 Raw materials and throat hoppers with two fabric filters with at least 119
square feet of filter surface area (CD-36-BH-1 and CD-36-BH-2) in series
with one bag filterwith 58.5 square feet of filter surface area (CD-36-BH-
3)

IES-36-RH-3 Raw materials and throathoppers with fabric filter with 58.5 square feet
of filter surface area (CD-36-BH-4)

IES-36-MS-1 Raw material silo with fabric filter with at least 104 square feet of filter
surface area (CD-36-BH-5) and/or fabric filter with at least 119 square
feet of filter surface area (CD-36-BH-6)

*|ES-POTank 1100 gallon process oil storage tank

*|ES-33TG016(55) Process oil storage tank - 10,000 gallon capacity

IES-27-WBL1 125 gallon water based storage tank

* **|ES-R&D-CGen 130 kW natural gas/propanefired emergency generator

MACT 277z

* **|ES-GENL1, IES-GEN2 Two natural gas/propane fired emergency generators (<100 hp, each)®

NSPS JJJJ

AMACT 2277

*|ES-33-PC-2 Pilot Coater No. 2 (Used for Research and Development)

NSPS RR

*Emission source is subject to Actuals Plantwide Applicability Limitations (Actuals PAL) for VOCs.

**Emission source is subject to Actuals Plantwide Applicability Limitations (Actuals PAL) for GHG.

A The Permittee shall notify the DAQ Regional Supervisor in the next Semi-Annual report when replacing either natural
gas/propane fired emergency generator (ES-GEN1 and ES-GEN2).
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1

Because an activity is insignificant does not mean that theactivity is exempted froman applicable requirement
or that the Permittee is exempted fromdemonstrating compliance with any applicable requirement.

When applicable, emissions fromstationary source activities identified above shall be included in determining
compliance with the permit requirements for toxic air pollutants under 15A NCAC 02D .1100 “Control of Toxic

Air Pollutants” or 02Q .0711 “Emission Rates Requiring a Permit.”

For additional information regarding the applicability of MACT or GACT see the DAQ page titled “Specific
Permit Conditions Regulatory Guide.” The link to this site is as follows: http:/deq.nc.gov/about/divisions/air-
quality/air-guality-permits/specific-permit-conditions-regulatory-guide.



http://deq.nc.gov/about/divisions/air-quality/air-quality-permits/specific-permit-conditions-regulatory-guide
http://deq.nc.gov/about/divisions/air-quality/air-quality-permits/specific-permit-conditions-regulatory-guide
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Summary of Changes to Permit

The following changes were made to the Shurtape Technologies, LLC — Highland Plant, Hickory, Air Permit No.

02218T36:
OldPage Old Section New Page New Section Description of Change(s)
AirQuality | AirQuality | Air Quality Permit Air Quality Permit No.
Permit No. Permit No. No. 02218137 02218137
02218T36 02218T36

Cover letter & first page of permit

Amended permit numbers and dates. Removed Mr.
Paul Scottas an RO. Amended theincrement tracking
statement in the cover letter.

- - - - Revisedtheinsignificantactivity list (attachmentto cover
letter) to add replacement pilotcoater No. 2 with ID IES-
33-PC-2.

3 Section 1 3 Section 1 Table Replaced thedescriptor “mixed solvent raw material

Table storage tanks” with “liquid material storage tanks”.
Removed the NSPS KK applicability for line 5
flexographic printer (ES-33-5-FP) and coating line (ES-
36-CL-1). Removed thereplaced pilot coater No. 2.
RevisedthePlant 36 boiler ID “ES-36-BLR-B1” to read
“ES-BLR-B1”.

10 Section 10 Section 2.1.A.2.d. Clarified the 02D .0521 requirementregarding the

2.1.A.2d. consequence for observation of above normal emissions
or lack of Method 9 demonstration.

11 Section2.1.B. | 11 Section 2.1.B. Replaced the descriptor “mixed solventraw material
storagetanks” with “liquid material storage tanks”.

12 Section2.1.C. | 12 Section 2.1.C. Removed thepilotcoater No. 2.

12 Section2.1.C. | 12 Section 2.1.C. Table Removed the NSPS KK applicability for line 5

Table flexographic printer (ES-33-5-FP) and coating line (ES-
36-CL-1).

14 Section - - Removed the NSPS KK requirements for line 5

2.1.CA4. flexographic printer (ES-33-5-FP) and coating line (ES-
36-CL-1).

15 through | Section2.1.E. | 14 through19 Section 2.1.E. Revised the Plant36 boiler ID “ES-36-BLR-B1” to read

22 “ES-BLR-B1”.

15 Section2.1.E. | - - Removed theapplicability of CAA §112(j) requirement.

Table

17 Section - - Removed the non-applicable CAA 8112(j) requirement

2.1E5.

22 through | Section 21 through 30 Section 2.2.B.1. Revisedthe NESHAP requirements in Section 2.2.B.1.

30 2.2.B.1. peramendment issuedon July 9,2021 (85 FR 41276) as
follows:

Revised Sections2.2.B.1.a,b.,c.,e., f., I, 0.g.andr.
Removed the Sectionnumber 2.2.B.1.t. forthe non-
compliance statement asit is specifically included for
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OldPage
Air Quality
Permit No.

02218T36

Old Section
Air Quality
Permit No.
02218T36

New Page

Air Quality Permit

No. 02218T37

New Section
Air Quality Permit No.

02218T37

Description of Change(s)

Section 2.2.B.1.s.and it does not by itself needsto have
a specific sectionnumber.

Replaced Sections 2.2.B.1.u. with Sections2.2.B.1.t.
throughw.

Replaced Sections 2.2.B.1.v. throughy. with Sections
2.2.B.1.x. throughee.

30 through
32

Section
2.2.C.1.

31

through 32

Section 2.2.C.1.

Revisedthe NESHAP requirements per amendment
issuedon July 7,2020 (85 FR 40740) as follows:

Revised Section2.2.C.1.e.

34

Section 2.2.D.1.m.

Included a non-compliance statement.

37

Section 2.3.a.

37

Section 2.3.a.

Removed coating line 6 fromthe solvent-based coating
lines listing for affected units.

Inserted prefix“I” for pilot coater No. 2 ID (ES-33-PC-
2).

Revisedthedescriptor for “Highland Plant W ater-based
Storage Tanks” to “Highland Plant Storage Tanks”.

RevisedthePlant36 boiler ID “ES-36-BLR-B1” to read
“ES-BLR-B1”.

Included emissionunit IS-PD1-EX1 under “rubber
grinding and conveying operations”.

Included source descriptors for emissions units: Spray
Booth (ID No. ES-33-RDSB), General Plant Cleaning
(ID No. ES-GPC), R&D Printers and Miscellaneous
R&D Emissions (ID Nos. ES-R&DPRN1 and ES-
R&DPRN?2), and PetroleumHydrocarbon Storage Tank
(ID No. ES-36-TK-PET).

Removed coronatreater (IES-33-WEBTREAT) as it is
not subject to VOCs PAL requirement. This source does
not emit VOCs.

40

Section
2.3j.i.(A)
Section
2.3j.ii.(A)

40

Section 2.3j.1.

Section 2.3.j.ii.(A)(1)

Replaced the descriptor “mixed solventraw material
storagetanks” with “liquid material storage tanks”.

40

Section 2.3j.1.

40

Section 2.3.j.1.

Removed coating line 6 fromdescription for solvent
basedcoating lines.

40

Section
2.3j.ii.(A)

40

Section 2.3.j.ii.(A)

Removed coating line 6 fromdescription for coating lines
dedicated for processing specialty chemicals. Revise the
descriptor for “Highland Plant W ater-based Storage
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OldPage Old Section New Page New Section Description of Change(s)
AirQuality | AirQuality | Air Quality Permit Air Quality Permit No.
Permit No. Permit No. No. 02218T37 02218137
02218136 02218136
Tanks”’to “Highland Plant Storage Tanks”.
40 Section 40 Section 2.3.j.ii.(A)(2) Corrected and replaced the word “average” with
2.3Jii.(A)Q) “minimum” in the last sentence in thelast paragraph of
this stipulation.
41 Section - - Removed this requirement. The footnoteto Section2.3.a
2.3.j.ii.(A)(3) clearly indicates that the permittee can make
modifications and additionsto the emission units included
in the Table without modifyingthe PAL portion of the
Title V permit as long as the monitoring for the modified
or new unit will be according to the method(s) already
included in the permit. Requiring minor modificationsto
revise the PAL permit is inappropriateand incorrect.
41 Section2.3.m. | 41 Section 2.3.m. Included sourcedescriptors foremissions units: Spray
Booth (ID No. ES-33-RDSB), General Plant Cleaning
(ID No. ES-GPC), R&D Printers and Miscellaneous
R&D Emissions (ID Nos. ES-R&DPRNL1 and ES-
R&DPRN?2), and PetroleumHydrocarbon Storage Tank
(ID No. ES-36-TK-PET).
47 through | Section3 47 through 58 Section 3 Includedthe latest General Conditions fromDAQ’s Title
56 V Shell.




State of North Carolina

D E Qy) Department of Environmental Quality

- oua.v Division of Air Quality
AIR QUALITY PERMIT

Permit No. Replaces Permit No.(s) Effective Date Expiration Date

02218T37 02218T36 XX December 31, 2023

Until such time as this permit expires or is modified or revoked, the below named Permittee is permitted to constructand operate
the emission source(s) and associated air pollution control device(s) specified herein, in accordance with the terms, conditions,
and limitations within this permit. This permit is issued under the provisions of Article 21B of Chapter 143, General Statutes of
North Carolina as amended, and Title 15A North Carolina Administrative Codes (15A NCAC), Subchapters 02D and 02Q, and
otherapplicable Laws.

Pursuant to Title 15A NCAC, Subchapter 02Q, the Permittee shall not construct, operate, or modify any emission source(s) or air
pollution control device(s) without having first submitted a complete Air Quality Permit Applicationto the permitting authority
and received an Air Quality Permit, except as provided in this permit.

Permittee: Shurtape Technologies -
Hickory/Highland Plant

Facility ID: 1800206

Facility Site Location: 1620 Highland Avenue

City, County, State, Zip: Hickory, Catawba County, North Carolina, 28603

Mailing Address: P. O. Box 1530

City, State, Zip: Hickory, North Carolina, 28603

Application Number: 1800206.20A

Complete Application Date: September 25, 2020

Primary SIC Code: 2672

Division of Air Quality, Mooresville Regional Office

Regional Office Address: 610 East Center Avenue, Suite 301

Mooresville, North Carolina 28115

Permit issued this the xx, xxxx

Mark J. Cuilla, EIT, CPM, Chief, Air Permitting Section
By Authority of the Environmental Management Commission
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SECTION 1- PERMITTED EMISSION SOURCE (S) AND ASSOCIATED
AIRPOLLUTION CONTROL DEVICE (S) AND
APPURTENANCES
The followingtable contains a summary of all permitted emission sources and associated air pollution control devicesand
appurtenances:
Control
Page Emission Source Device
Nos. ID No. Emission Source Description ID No. Control Device Description
Hickory Plant Rubber Grinding and Conveying System
9and 37 | ES-33-15-02 Rubbergrindingand conveying CD-33-0- Fabric filter (with at least 3,018
systemequipped with asimple 11A square feet offilter surface area)
process cyclone (CD-33-0-10) 38 CD-33-BH2 | Fabric filter (with at least 131
inches in diameter installed in and square feet of filter surface area)
series with all fabric filters CD-33-AF2 | in series with a fabric filter (with
at least 33 square feetof filter
surface area) ventingto
atmosphere
—OR- —OR-
CD-33-BH2, | Fabric filter (with at least 131
CD-33-AF2, | square feet of filter surface area)
and in series with a fabric filter (with
CD-33-0- at least 33 square feetoffilter
11A surface area) venting to fabric
filter (with at least 3,018 square
feet of filter surface area)
CD-33-BH3 | Fabric filter (with at least 131
and square feet of filter surface area)
CD-33-AF3 | in series with a fabric filter (with
at least 33 square feetoffilter
surface area) ventingto
atmosphere
—OR- —OR-
CD-33-BH3, | Fabricfilter (with at least 131
CD-33-AF3, | square feet offilter surface area)
and in series with a fabric filter (with
CD-33-0- at least 33 square feetoffilter
11A surface area) ventingto fabric
filter (with at least 3,018 square
feet of filter surface area)
CD- Fabric filter (with at least 131
33-BH4 square feet of filter surface
and area) in series with a fabric
CD- filter (with at least 33 square
33-AF4 feet of filter surface area)
venting toatmosphere
—OR- —OR-
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CD- Fabric filter (with at least 131
33-BH4, square feet of filter surface area)
CD- in series with a fabric filter (with
33-AF4, at least 33 square feetof filter
and surface area) venting to fabric
CD-33-0- filter (with at least 3,018 square
11A feet of filter surface area)
Hickory Plant Adhesive Storage Tanks
11, 30, ES-33-TST-TR1 Toluene transfer racks N/A None
and 37 MACT EEEE
11, 30, ES-33-SBPRT- Solvent-basedresintransferracks | N/A None
and 37 TR1
MACT EEEE
11, 30, ES-33-1-01 Solvent-based adhesive mixers CD-33-6-10 | No. 2 Triple bed carbon
and 37 MACT EEEE equippedwith water cooled adsorptionsystem (47,685 scfm
jackets, and adhesive storagetanks combined total inlet air flow
with a total combined capacity of capacity of threebeds, 837 cubic
61,000 gallons feet ofactual carbonvolume per
bed, CD-33-6-10) with three
exhaust stacks, each with a stack
height of 50 feet, including a
hydrocarbonanalyzer calibrated
for toluene, installed within each
exhaust stack, a pre-filter, two
cooling towers, and process
(decant) water stripper
—OR- —OR-
Regenerative thermal oxidizer -
CD-33-56- natural gas fired (11.5 million Btu
RTO perhour maximum heat input)

Hickory Plant Liq

uid Material Storage Tanks and Transfer Racks/Fill Ports

11, 30, ES-33ST-1 Liquid material storage tanks N/A None
and 37 MACT EEEE having atotal combined capacity
of 22,000 gallons

11, 30, ES-33-SBPRT- Two Fill ports N/A None
and 37 TR3 and ES-33-

SBPRT-TR4

MACT EEEE
11, 30, ES-33-PRT-TR1 One Petroleumresin transfer rack N/A None
and 37 MACT EEEE
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Hickory Plant Raw Material Storage
11, 30, ES-33-2-45ST Solventandresin storage tanks N/A None
and 37 MACT EEEE having atotal combined capacity
of 80,000 gallons
11, 30, ES-33-52 Solvent-based coating N/A None
and 37 MACT EEEE mixing/storage tank havinga
maximum capacity ofup to 1,500
gallons
11, 30, ES-33-2-43 Resin storage tanks havingatotal | N/A None
and 37 MACT EEEE combined capacity of 7,500
gallons
Hickory Plant Coating Lines
12, 21, ES-33-5-01 Coating Line No.5 consistingofa | CD-33-6-10 | No. 2 Triple bed carbon
32, 37, NSPS RR coating application station,a 12.5 adsorptionsystem (47,685 scfm
and 43 MACT JJJJ million Btu per hour maximum combined total inlet air flow
heat input natural capacity ofthreebeds, 837 cubic
gas/propane-fired oven,andoven feet ofactual carbonvolume per
dry end hood bed, CD-33-6-10) with three
exhaust stacks, eachwith a stack
height of 50 feet, including a
hydrocarbonanalyzer calibrated
for toluene, installed within each
exhaust stack, a pre-filter, two
cooling towers, and process
(decant) water stripper
—OR- -OR-
CD-33-56- Regenerative thermal oxidizer -
RTO natural gas fired (11.5 million Btu
perhour maximum heat input)
12, 21, ES-33-5-FP Coating line 5 flexographic printer | N/A None
32, and NSPS RR
37 MACT JJJJ
12 and ES-33-5-CT1* and | Two (2) Line No.5 Corona N/A None
21 ES-33-5-CT2° Treaters (LOKW outputeach)
12, 21, ES-33-6-02 Coating Line No. 6 consistingofa
37, and MACT JJJJ water based coating application N/A None
43 stationand a two natural
gas/propane fired adhesive drying
ovenswith acombined heat input
of 24 million Btu perhourand a
coronatreater (12 kKW output)




Air Quality Permit No. 02218T37

Page 6

19, 30,
37, and
43

ES-33-RS
MACT EEEE

Bulk resin systemincluding
mixing tank

CD-33-6-10

~OR-

CD-33-56-

RTO

—AND-

CD-33-0-
11A

No. 2 Triple bed carbon
adsorption system (47,685 scfm
combined total inlet air flow
capacity of threebeds, 837 cubic
feet of actual carbonvolume per
bed, CD-33-6-10) with three
exhaust stacks, eachwith a stack
height of 50 feet, including a
hydrocarbonanalyzer calibrated
for toluene, installed within each
exhaust stack, a pre-filter, two
cooling towers, and process
(decant) water stripper

—_OR-

Regenerative thermal oxidizer -
natural gas fired (11.5 million Btu
perhour maximum heat input)

—AND-

Fabric filter (with at least 3,018
square feet of filter surface area)

19, 30
and 37

ES-33-SPC-MT1
MACT EEEE

Mixing tanks having a total
combined capacity of 4,000
gallons

N/A

None

12, 21,
37, and
43

ES-33-07-02
MACT JJJJ

Coating Line No. 7 consisting of
two water based coating
application stations and two natural
gas/propane fired dryingovens
with a total heat inputof24.5
million Btu per hour

N/A

None

12, 21,
32, and
37

ES-33-8-02
NSPS RR
MACT JJJJ

Coating Line No. 8 hot oilheated
adhesive drying oven

CD-33-8-10

_OR-

CD-
33-6-10

No. 3 Nitrogen inerted solvent
recovery systemequipped with
one cooling tower

—OR-

No. 2 Triple bed carbon
adsorptionsystem (47,685 scfm
combined totalinlet air flow
capacity ofthreebeds, 837 cubic
feet ofactual carbonvolume per
bed, CD-33-6-10) with three
exhaust stacks, eachwith a stack
height of 50 feet, including a
hydrocarbonanalyzer calibrated
for toluene, installed within each
exhaust stack, a pre-filter, two
cooling towers, and process
(decant) water stripper
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12, 21, ES-33-8-04 Coating Line No. 8 consistingofa No. 2 Triple bed carbon
32, and NSPS RR coating application stationandan | CD- adsorptionsystem (47,685 scfm
37 MACT JJJJ oven exit exhaust pick up 33-6-10 combined total inlet air flow
capacity of threebeds, 837 cubic
feet of actual carbonvolume per
bed, CD-33-6-10) with three
exhaust stacks, eachwith a stack
height of 50 feet, including a
hydrocarbonanalyzer calibrated
for toluene, installed within each
exhaust stack, a pre-filter, two
cooling towers, and process
(decant) water stripper
12, 21, ES-33-09-02 Coating Line No. 9 consisting of N/A None
32, 37, NSPS RR two water based coating
and 43 MACT JJJJ application stations and two natural
gas/propane fired dryingovens
with a total heat inputof 12.5
million Btu per hour maximum
heat input
12, 21, ES-33-0-01 Pilot coater No. 1 (used for N/A None
32, and NSPS RR Research and Development and for
37 MACT JJJJ commercial production)
12, 32, ES-PD1-CAL1 Pilot-scale research and N/A None
and 37 NSPS RR development calender
12, 21, ES-33-COAT10 Adhesive Coating Line No. 10 N/A None
32, and NSPS RR consisting of coating application
37 MACT JJJJ station (33-COAT10)
Hickory Plant Parts Washers
14 and ES-33-2-49 Mixing area parts cleaners N/A None
37
Boilers
14, 37, ES-33-BLR-B3 Boiler No. 3 - Naturalgas/propane | N/A None
and 43 MACT DDDDD fired boiler (7.1 million Btu/hr
maximum heat input)
14, 37, ES-33-BLR-B4 Boiler No. 4 - Natural N/A None
and 43 MACT DDDDD gas/propane-fired (8.37 million
Btu/hour maximum heat input)
14, 37, ES-33-BLR-B5 Boiler No. 5 - Natural N/A None
and 43 NSPS Dc gas/propane-fired (25.1 million
MACT DDDDD Btu/hour maximum heat input)
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14, 37, ES-33-BLR-TEMP® [ Temporary Boiler - Natural N/A None
and 43 NSPS Dc gas/propane-fired (26.41 million
MACT DDDDD Btu perhour maximum heat
input)
14, 37, ES-BLR-B1 Boiler 1- Natural gas/propane- N/A None
and 43 NSPS Dc fired (10.475 million Btu perhour

MACT DDDDD maximum heat input)

Highland Plant Coating Line

12, 21, ES-36-CL-1° Coating line consisting of three
32, 37, NSPS RR coating/printing stations, three
and 43 MACT JJJJ natural gas dryingovens with a

combined maximum heat input of
17.2 million Btu per hour,and
three coronatreaters

CD-
36-RTO-1

Regenerative Thermal Oxidizer
with single rotary valve - Natural
gas/propane-fired (2.4 million Btu
perhour maximum heat input)

Miscellaneous

37 ES-33-MSPW1 Maintenance parts washer N/A None
37 ES-36-TK-PET Storage tank for petroleum N/A None
hydrocarbon, 3000 gallon
capacity
37 ES-ST-25 3,000 gallons TSA/IPAtank N/A None
37 ES-R&DPRNL1 and | Two research anddevelopment N/A None
ES-R&DPRN2 (R&D) printers (sixinches and
twelve inches width) and
miscellaneous R&D emissions
37 ES-27-MSPW1 Maintenance parts washer N/A None
37 ES-36-MSPW1 Maintenance parts washer N/A None
37 ES-F-PW1 Maintenance department parts N/A None
washer
37 ES-33-RDSB R&D spray boothforsmallscale | N/A None
testing
37 ES-GPC General plant cleaning -non N/A None
toluene
8 Subject only to the state-only odor control requirement in 15A NCAC 02D .1806.

b- Boiler (ES-33-BLR-TEMP)is permitted to operate only if any one of the permitted boilers (ES-33-BLR-B3, ES-33-BLR-B4, ES-
33-BLR-B5, and ES-BLR-B1) isnot operating. Boiler (ES-33-BLR-TEMP) is not permitted to operate concurrently when all other

boilers (ES-33-BLR-B3, ES-33-BLR-B4, ES-33-BLR-B5, and ES-BLR-BL1) are operating.

¢ The Highland Plant Coating Line may be vented directly to the atmosphere when utilizing water -based coatings or when the

drying ovensare in the cooling mode.
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SECTION 2 - SPECIFIC LIMITATIONS AND CONDITIONS

2.1 Emission Source(s) and Control Devices(s) Specific Limitations and
Conditions

The emission source(s) and associated air pollution control device(s) and appurtenances listed below are subjectto the
following specific terms, conditions, and limitations, including thetesting, monitoring, recordkeeping, and reporting
requirements as specified herein:

A. Hickory Plant Rubber Grinding and Conveying System (ID No. ES-33-15-02) and
Associated Fabric Filters (ID Nos. CD-33-0-11A, CD-33-BH2, CD-33-BH3,and CD-33-
BH4) and Fabric Filters (ID Nos. CD-33-AF2, CD-33-AF3, and CD-33-AF4)

The following table provides a summary of limits and standards for the emission source(s) described above:

Regulated Limits/Standards Applicable Regulation
Pollutant

E =4.10P °¥
Particulate Matter | Where: P = Process weight in tons per hour; and 15A NCAC 02D .0515

E = Allowable emission rate in pounds per hour

Visible Emissions?

When emissions fromthe bulk resin system(ID No. ES-
33-RS) s vented to the fabric filter (ID No. CD-33-0-
11A), 20 percentopacity applies. Otherwise, 40 percent
opacity applies.

15A NCAC 02D .0521

Odorous Emissions

State-Enforceable Only

See Section 2.2 A.1. 15A NCAC 02D .1806

Volatile Organic 15A NCAC 02D .0530

See Section 2.3

Compounds [Actuals PAL]

1. 15ANCAC 02D .0515: PARTICULATES FROM MISCELLANEOUS INDUSTRIAL PROCESSES
a. Emissions of particulate matter fromthe rubber grindingand conveying system (ID No. ES-33-15-02) shall
not exceed an allowable emissionrate as calculated by the following equation: [15A NCAC 02D .0515(a)]

E=4.10xP % Where: E = allowable emission rate in pounds per hour
P = processweight in tons per hour

Liquid and gaseous fuels and combustion air are not considered as part of the process weight.

Testing [15A NCAC 02Q .0508(f)]

b. If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results ofthis test exceed the limit given in Section 2.1. A.1.a. above, the Permittee shallbe deemed in
noncompliance with 15A NCAC 02D .0515.

1T he Hickory plant rubber grinding and conveying system (ID No. ES-33-15-02) was constructed prior to July 1, 1971 and is
subject to the 40 percent opacity standards as specified in 15ANCAC 02D .0521(c). Under Air Permit No. 02218T 34, emissions
from the bulk resin system (ID No. ES-33-RS) were permitted to exhaust via the fabric filter (ID No. CD-33-0-11A) associated
with the rubber grinding and conveyingsystem. Upon emissions of the bulk resin system (ID No. ES-33-RS) being ventedto the
fabric filter (ID No. CD-33-0-11A), the rubber grinding and conveying system (1D No. ES-33-15-02) becomes subject to the 20
percent opacity standard as specified in 15A NCAC 02D .0521(d). If emissionsfrom bulk resin system (ID No. ES-33-RS) are no
longer exhaustedvia the fabric filter (CD-33-0-11A), thenthe rubber grinding and conveyingsystem (1D No. ES-33-15-02) again
becomes subject to the 40 percent opacity standard as specified in 15A NCAC 02D .0521(c).
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Monitoring [15A NCAC 02Q .0508(f)]

Particulate matter emissions from the Hickory Plant Rubber Grinding and Conveying System (ID No.
ES-33-15-02) shall be controlled by seven fabric filters as delineated in the equipment list. To ensure
compliance, the Permittee shall performinspections and maintenance as recommended by the manufacturer.
In addition to the manufacturer’s inspection and maintenance recommendations, or if there are no
manufacturer’s inspection and maintenance recommendations, as a minimum, the inspection and
maintenance requirement shall include the following:

i. amonthly visualinspection ofthe fabric filters and ductwork for leaks; and

ii. annualinternalinspectionofthe fabric filters’ structural integrity.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0515 if the ductwork and fabric
filters are not inspected and maintained.

Recordkeeping [15A NCAC02Q .0508(f)]

Theresults ofinspection and maintenance for the fabric filters shall be maintained in a logbook (written or
electronic form) on site and made available to an authorized representative upon request. The logbook shall
record the following:

i. dateandtime ofactions recorded;

ii. theresultsofeach inspection;

iii. theresultsofany maintenance performed on thefabric filters;

iv. any variance frommanufacturer’s recommendations, ifany, and corrections made.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0515 if these records are not
maintained.

Reporting [15A NCAC 02Q .0508 (f)]

The Permittee shall submit the results of any maintenance performed on any control devices within 30 days
of awritten request by the DAQ.

The Permittee shall submit a summary report of monitoring and recordkeeping activities in Section(s) 2.1
A.2.c. and d. postmarked on or before January 30 of each calendar year for the preceding six-month period
between July and Decemberand July 30 of each calendar year for the preceding six-month period between
January and June. Allinstances of deviations fromthe requirements of this permit must be clearly identified.

2. 15ANCAC 02D .0521: CONTROL OF VISIBLE EMISSIONS

a.

d.

Prior to emissions fromthe bulk resin system (ID No. ES-33-RS) being vented to the fabric filter (ID No.
CD-33-0-11A), visible emissions fromthe Hickory Plant Rubber Grinding and Conveying System (ID No.
ES-33-15-02) shallnot be more than 40 percent opacity when averaged over a six-minute period. However,
six-minute averaging periods may exceed 40 percent not more thanonce in any hour and not more than four
times in any 24-hour period. In no event shall the six-minute average exceed 90 percent opacity. [15A
NCAC 02D .0521(c)]

Upon emissions fromthe bulk resinsystem (ID No. ES-33-RS) being vented to the fabric filter (ID No. CD-
33-0-11A), visible emissions fromthe Hickory Plant Rubber Grinding and Conveying System (ID No. ES-
33-15-02) shallnotbe more than 20 percentopacity when averaged over a six-minute period. However, six-
minute averaging periods may exceed 20 percent not more than once in any hour and not more than four
times in any 24-hour period. In no event shall the six-minute average exceed 87 percent opacity. [15A
NCAC 02D .0521(d)]

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this test exceed the limits given in Sections 2.1. A.2.a. and b. above, the Permittee shall be
deemed in noncompliancewith 15A NCAC 02D .0521.

Monitoring [15A NCAC 02Q .0508(f)]

i.  To ensure compliance, once a month the Permittee shall observe the emission points of the rubber
grinding and conveying system (ID No. ES-33-15-02) for any visible emissions above normal. The
monthly observation must be made for each month of the calendar year period to ensure compliance
with this requirement. The Permittee shall reestablish “normal” visible emissions within 30 days of
beginningto vent emissions fromthe bulk resin system (ID No. ES-33-RS) to the fabric filter (ID No.
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CD-33-0-11A). Ifvisible emissions fromthis source are observed to be above normal, the Permittee

shalleither:

(A)  take appropriate actionto correct the above-normal emissions as soon as practicable and within
the monitoring period and record the action taken as provided in the recordkeeping
requirements below, or

(B) demonstrate that the percent opacity from the emission points of the emission source in
accordance with 15A NCAC 02D .2610 (EPA Method 9) for 12 minutes is below the limit
givenin Sections2.1A.2. a., b.and c.above.

If the above-normal emissions are not corrected per (A) above or if the demonstration in (B) above

cannot be made or the monthly observations are not conducted per d.i above., the Permittee shall be

deemed to bein noncompliance with 15A NCAC 02D .0521.

Recordkeeping [15A NCAC02Q .0508(f)]

The results of themonitoring shall be maintained in a logbook (written or electronic format) on-site and made

available to an authorized representative uponrequest. The loghookshallrecord the following:

i. thedateand time ofeach recordedaction;

ii. theresultsofeach observation and/ortestnoting those sources with emissions that were observed to be
in noncompliancealongwith any corrective actions taken toreduce visible emissions; and

iii. theresultsofany corrective actions performed.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0521 if these records are not

maintained.

Reporting [15A NCAC 02Q .0508(f)]

The Permittee shall submit a summary report of the observations in Sections 2.1 A.2.d. and e. above
postmarked on or before January 30 of each calendaryear for the preceding six-month period between July
and December and July 30 of each calendar year for the preceding six-month period between January and
June. Allinstances of deviations fromthe requirements of this permit must be clearly identified.

B. Toluene Transfer Racks (ID No. ES-33-TST-TR1)

Solvent-Based Resin Transfer Racks (ID No. ES-33-SBPRT-TR1)

One Petroleum Resin Transfer Rack (ID No. ES-33-PRT-TR1)

Hickory Plant Adhesive Storage and Resin Tanks (ID No. ES-33-1-01), and Associated
Carbon Adsorption System (ID No. CD-33-6-10) and Regenerative Thermal Oxidizer (ID
No. CD-33-56-RTO)

Hickory Plant Raw Material Storage (ID Nos. ES-33-2-45ST, ES-33-52, and
ES-33-2-43)

Hickory Plant Liquid Material Storage Tanks (ID No. ES-33ST-1)

Two Fill Ports (ID Nos. ES-33-SBPRT-TR3 and ES-33-SBPRT-TR4)

The following table provides a summary of limits and/or standards for the emission sources described above.

Regulated
Pollutant

Limits/Standards Applicable Regulation

Hazardous Air

Pollutants

15A NCAC 02D .1111

See Section 2.2 C.1. foraffected sourcesand requirements [40 CFR 63 Subpart EEEE]
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Regulated
Pollutant

Limits/Standards

Applicable Regulation

Odorous Emissions

State-Enforceable Only
See Section 2.2 A.1.

15A NCAC 02D .1806

Volatile Organic

Compounds

See Section 2.3

15A NCAC 02D .0530
[Actuals PAL]

C. HickoryPlant Coating Line No. 5 (ID No. ES-33-5-01) and Associated Carbon
Adsorption System (ID No. CD-33-6-10) or Regenerative Thermal Oxidizer (ID No.
CD-33-56-RTO)

Hickory Plant Coating Line No. 5 Flexographic Printer (ID No. ES-33-5-FP)

Two (2) Line No. 5 Corona Treaters (ID Nos. ES-33-5-CT1and ES-33-5-CT2)

Hickory Plant Coating Line No. 6 (ID No. ES-33-6-02)

Hickory Plant Coating Line No. 7 (ID No. ES-33-07-02)

Hickory Plant Coating Line No. 8 (ID No. ES-33-8-02) and Associated Nitrogen Inert
Solvent Recovery System (ID No. CD-33-8-10) or Carbon Adsorption Systems (1D No.
CD-33-6-10)

Hickory Plant Coating Line No. 8 (ID No. ES-33-8-04) and Associated Carbon
Adsorption Systems (ID No. CD-33-6-10)

Hickory Plant Coating Line No. 9 (1D No. ES-33-09-02)

Hickory Plant Pilot Coater No. 1 (ID No. ES-33-0-01)

Pilot-scale Research and Development Calender (ID No. ES-PD1-CAL1)
Hickory Plant Adhesive Coating Line No. 10 (ID No. ES-33-COAT10)

Highland Plant Coating Line (ID No. ES-36-CL-1) and Associated Regenerative
Thermal Oxidizer (ID No. CD-36-RTO-1)

The following table provides a summary of limits and/or standards for the emission sources described above.

Regulated
Pollutant

Limits/Standards

Applicable Regulation

Particulate Matter

E =4.10P %
where E =allowable emission rate in pounds per hour
P = process weight in tons per hour

15A NCAC 02D .0515

Sulfur Dioxide

2.3 pounds per million Btu heat input

[Affected Sources: ID Nos. ES-33-5-01, ES-33-6-02, ES-33-
07-02, ES-33-09-02, and ES-36-CL-1]

15A NCAC 02D .0516(a)
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Regulated Limits/Standards Applicable Regulation
Pollutant . g
Visible 40 percent opacity

Emissions 15A NCAC 02D .0521(c)
[Affected Source: ID No. ES-33-5-01]

20 percent opacity

Visible Emissions

[Affected Source: Allother sources listed above except for ID 15A NCAC 02D .0521(d)

No. ES-33-5-01]

See Section2.2D.1.
Volatile Organic [Affected Sources: ID Nos. ES-33-5-01, ES-33-5-FP, 15A NCAC 02D .0524
Compounds ES-33-8-02, ES-33-8-04, ES-33-COAT10, ES-33-0-01, [40 CR 60 Subpart RR]

ES-33-09-02, ES-PDI-CAL1, and ES-36-CL-1]

See Section 2.2 C.1.
Hazardous Alr [Affected Sources: ID Nos. ES-33-0-01, ES-33-5-01, 33-5-FP, %A?(')ACNFEAG% g 1

ES-33-6-02, ES-33-07-02, ES-33-8-02, ES-33-8-04, ES-33-09- P

02, ES-33-COAT10, and ES-36-CL-1]

L State-Enforceable Only
Odorous Emissions See Section 2.2 A1 15A NCAC 02D .1806
Volatile Organic . 15A NCAC 02D .0530
Compounds See Section 2.3 [Actuals PAL]
. 15A NCAC 02D .0530

GHGs See Section 2.4 [Actuals PAL]

1. 15ANCAC02D.0515:PARTICULATE EMISSIONS FROM MISCELLANEOUS INDUSTRIAL
PROCESSES

a.

C.

Emissions of particulate matter fromthese sources (ID Nos. ES-33-5-01, ES-33-5-FP, ES-33-6-02, ES-33-
07-02,ES-33-8-02, ES-33-8-04, ES-33-09-02, ES-33-0-01, ES-PDI-CAL1, ES-33-COAT10, and ES-36-
CL-1) thatare discharged into the atmosphere shall not exceed an allowable emission rate as calculated by
the following equation: [15A NCAC 02D .0515(a)]

E=4.10xP % Where E = allowable emission rate in pounds per hour
P = processweight in tons perhour

Liquid and gaseous fuels and combustion air are not considered as part of the process weight.

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this test exceed the limit given in Section 2.1. C.1.a. above, the Permittee shall be deemed in
noncompliancewith 15A NCAC 02D .0515.

Monitoring/Recordkeeping/Reporting [15A NCAC 02Q .0508()]
No monitoring, record keeping, or reporting is required for particulate emissions fromthese sources.

2. 15ANCAC 02D .0516: SULFUR DIOXIDE EMISSIONS FROM COMBUSTION SOURCES

a.

Emissions of sulfur dioxide fromthe coating line drying ovens (ID Nos. ES-33-5-01, ES-33-6-02, ES-33-
07-02, ES-33-09-02, and ES-36-CL-1) shall not exceed 2.3 pounds per million Btu heat input. Sulfur
dioxide formed by the combustion of sulfur in fuels, wastes, ores, and other substances shall be included
when determining compliancewith this standard. [15A NCAC 02D .0516(a)]

Testing [15A NCAC 02Q .0508(f)]
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b.

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this test exceed the limit given in Section 2.1. C.2.a. above, the Permittee shall be deemed in
noncompliancewith 156A NCAC 02D .0516.

Monitoring/Recordkeeping/Reporting [15A NCAC 02Q .0508(f)]
No monitoring, record keeping, or reporting is required for sulfur dioxide emissions fromthe firing of natural
gas and propanein the coating line dryingovens.

3. 15ANCAC02D.0521: CONTROL OF VISIBLE EMISSIONS

a.

d.

Visible emissions fromthesesources (ID Nos. ES-33-5-FP, ES-33-6-02, ES-33-07-02, ES-33-8-02, ES-33-
8-04, ES-33-09-02, ES-33-0-01, ES-PDI-CAL1, ES-33-COAT10, and ES-36-CL-1) shallnotbe more than
20 percent opacity when averaged over a six-minute period. However, six-minute averaging periods may
exceed 20 percent not more than oncein any hourand not more than four times in any 24-hour period. In no
event shallthe six-minute average exceed 87 percentopacity. [15A NCAC 02D .0521 (d)]

Visible emissions fromthese sources (ID Nos. ES-33-5-01) shallnot be more than 40 percent opacity when
averagedoverasix-minute period. However, six-minute averaging periods may exceed 40 percent not more
than once in any hourand not more than fourtimes in any 24-hour period. In no event shallthe six-minute
average exceed 90 percentopacity. [15A NCAC02D .0521(c)]

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this testexceed the limit given in Section2.1. C.3.a. and b. above, the Permittee shall be deemed
in noncompliancewith 15A NCAC 02D .0521.

Monitoring/Recordkeeping [15A NCAC 02Q .0508(f)]
No monitoring, record keeping, or reporting is required for visible emissions fromthese sources.

D. HickoryPlant Parts Washers (ID No. ES-33-2-49)

The following table provides a summary of limits and/or standards for the emission sources described above.

Regulated
Pollutant

Limits/Standards Applicable Regulation

Odorous Emissions

State-Enforceable Only

See Section 2.2 A.1. 15A NCAC 02D .1806

volatile Organic See Section 2.3 15A NCAC 02D .0530
Compounds [Actuals PAL]
E. Five (5) Natural Gas/Propane-Fired Boilers (ID Nos. ES-33-BLR-B3, ES-33-BLR-B4,ES-

33-

BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1)

The following table provides a summary of limits and/or standards for the emissionsources described above.

Regulated

Pollutant Limits/Standards Applicable Regulation
0.33 Ib/million Btu (ID No. ES-33-BLR-B3)
0.41 Ib/million Btu (ID No. ES-33-BLR-B4)

Particulate Matter 0.354 Ib/million Btu (ID No. ES-33-BLR-B5) 15A NCAC 02D .0503(c)

0.33 Ib/million Btu (ID No. ES-33-BLR-TEMP)
0.343 Ib/million Btu (ID No. ES-BLR-B1)
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Regulated
Pollutant

Limits/Standards

Applicable Regulation

Sulfur Dioxide

2.3 pounds per million Btu heat input

[Affected Sources: ID Nos. ES-33-BLR-B3, ES-33-BLR-B4,
ES-33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1]

15A NCAC 02D .0516(a)

Visible Emissions

20 percent opacity

[Affected Sources: ID Nos. ES-33-BLR-B3, ES-33-BLR-B4,
ES-33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1]

15A NCAC 02D .0521(d)

NA

Record monthly fuelusage

[Affected Sources: ID Nos. ES-33-BLR-B5, ES-33-BLR-
TEMP, and ES-BLR-B1]

15A NCAC 02D .0524
[40 CFR 60 Subpart Dc]

Hazardous Air
Pollutants

See Section 2.1.E.5.

MACT Subpart DDDDD

Odorous Emissions

State-Enforceable Only
See Section2.2 A.1.

15A NCAC 02D .1806

\olatile Organic

See Section 2.3

15A NCAC 02D .0530

Compounds [Actuals PAL]
. 15A NCAC 02D .0530
GHGs See Section 2.4 [Actuals PAL]
1. 15ANCAC 02D .0503: PARTICULATES FROM FUEL BURNING INDIRECT HEAT EXCHANGERS

a.

The allowable emissions of particulate matter shall be calculated by the equation E = 1.090 times Q to
the -0.2594 power. E = allowable emission limit in Ib/million Btu. Q = maximum heat input in million
Btu/hour (See 15A NCAC 02D .0503(c)). Emissions of particulate matter fromthe combustion of natural
gas or propane as discharged fromeach indirect heat exchanger into the atmosphere shall not exceed the
above limitations

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this test exceed the limit given in Section 2.1. E.1.a. above, the Permittee shall be deemed in
noncompliance with 15A NCAC 02D .0503.

Monitoring/Recordkeeping [15A NCAC 02Q .0508()]
No monitoring, record keeping, or reporting is required for particulate emissions fromthe firing of natural
gas orpropane in thesesources.

2. 15ANCAC02D.0516: SULFUR DIOXIDE EMISSIONS FROM COMBUSTION SOURCES

a.

C.

Emissions of sulfur dioxide fromboilers (ID Nos. ES-33-BLR-B3, ES-33-BLR-B4, ES-33-BLR-B5, ES-
33-BLR-TEMP, and ES-BLR-B1)shallnotexceed 2.3 pounds per million Btu heat input. Sulfurdioxide
formed by the combustion of sulfur in fuels, wastes, ores, and other substances shall be included when
determining compliancewith this standard. [15A NCAC 02D .0516(a)]

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results ofthistest are above the limit given in Section2.1. E.2.a. above, the Permittee shall be deemed in
noncompliancewith 15A NCAC 02D .0516.

Monitoring/Recordkeeping/Reporting [15A NCAC 02Q .0508(f)]
No monitoring, record keeping, or reporting is required for sulfur dioxide emissions fromthe firing of natural
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3.

4.

5.

gas and propanein the boilers.

15ANCAC 02D .0521: CONTROL OF VISIBLE EMISSIONS

a.

b.

Visible emissions fromthese boilers (ID Nos. ES-33-BLR-B3, ES-33-BLR-B4, ES-33-BLR-B5, ES-33-
BLR-TEMP, and ES-BLR-B1)shallnot be more than 20 percent opacity whenaveraged over a six-minute
period. However, six-minute averaging periods may exceed 20 percent not more than oncein any hourand
not more than fourtimes in any 24-hour period. In no eventshallthe six-minute average exceed 87 percent
opacity [15A NCAC 02D .0521 (d)].

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ found
in Section 3. If the results ofthis test exceed the limit given in Section 2.1. E.3.a. above, the Permittee shall
be deemed in noncompliance with 15A NCAC 02D .0521.

Monitoring/Recordkeeping [15A NCAC 02Q .0508(f)]
No monitoring/record keeping/reporting is required for visible emissions from the firing of natural gas or
propanein the boilers.

15ANCAC 02D .0524: NEW SOURCE PERFORMANCE STANDARDS [NSPS SUBPART Dc]

a.

Forthe these boilers (ID Nos. ES-33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1), the Permittee shall
comply with all applicable provisions, including the notification, testing, recordkeeping, and monitoring
requirements containedin Environmental Management Commission Standard 15A NCAC 02D .0524
“New Source Performance Standards (NSPS)” as promulgated in 40 CFR Part 60 Subpart Dc, including
Subpart A “General Provisions.” [15A NCAC 02D .0524]

Recordkeeping [15A NCAC 02Q .0508(f)]

In addition toany other recordkeeping required by 40 CFR 60.48¢c or recordkeeping requirements of the BPA,
the Permittee shall record and maintain records of the amounts ofeach fuelburned in boilers (ID Nos. ES-
33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1) during each month. The Permittee shall be deemed in
noncompliancewith 156A NCAC 02D .0524 if these records are notmaintained. [40 CFR 60.48c(g)]

Reporting [15A NCAC 02Q .0508(f)]

In addition to any other reporting required by 40 CFR 60.48c or notification requirements to the EPA, the

Permittee is required to NOTIFY the DAQ in writing ofthe following:

i. the date construction (40 CFR 60.7) or reconstruction (40 CFR 60.15) of an affected facility (ID No.
ES-33-BLR-TEMP) is commenced, postmarked no laterthan 30 days after such date;

ii. theactualdate ofinitial start-up of an affected facility (ID No. ES-33-BLR-TEMP), postmarked within
15 days after such date;

iii. asummary report, acceptable to the Regional Air Quality Supervisor, the fuel us age activities of boilers
(ID No. ES-33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1) on or before January 30 of each
calendar year for the preceding six-month period between July and December and July 30 of each
calendaryear for the preceding six-month period between January and June.

iv. Allinstancesofdeviations fromthe requirements ofthis permit must be clearly identified.

[40 CFR 60.7

15ANCAC 02D .1111: MAXIMUM ACHIEVABLE CONTROL TECHNOLOGY

a.

Applicability [40 CFR 63.7485, §63.7490(d), §63.7499(1)]

Forthese sources (ID Nos. ES-33-BLR-B3, ES-33-BLR-B4, ES-33-BLR-B5, ES-33-BLR-TEMP, and

ES-BLR-B1), the Permittee shall comply with all applicable provisions, including the monitoring,

recordkeeping, and reporting contained in Environmental Management Commission Standard 15A NCAC

02D .1111 "Maximum Achievable Control Technology” (MACT) as promulgated in 40 CFR 63, Subpart

DDDDD “National Emission Standards for Hazardous Air Pollutants for Major Sources: Industrial,

Commercial, and Institutional Boilers and Process Heaters”and Subpart A “General Provisions.”

i. ThePermittee shallbe subject to the requirements of this standard starting May 20, 2019. Note that the
requirements of this standard may require action on behalf of the Permittee prior to May 20, 2019.
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g.

Definitions and Nomenclature [863.7575]
Forthe purpose of this permit condition, the definitions and nomenclature contained in 40 CFR 63.7575
shallapply.

40 CFR Part 63 Subpart A General Provisions [§ 63.7565]

The Permittee shall comply with the requirements of 40 CFR 63 Subpart A General Provisions according to
the applicability of Subpart A to such sources as identified in Table 10to 40 CFR Part 63, Subpart
DDDDD.

Compliance Date [§ 63.56(b), 63.7510(¢)]
The Permittee shall complete the initial tune upandthe one-time energy assessmentno later than May 20,
2019.

Notifications [§ 63.7545(e)(1), (8), §63.7530(d), (e), ()]

The Permittee shall submit a Notification of Compliance Status to the DAQ. The notification must be

signed by a responsible officialand submitted by July 19, 2019 for (ID Nos. ES-33-BLR-B3, ES-33-BLR-

B4). The notificationmust be signed by a responsible official and sent before the close of business onthe

60th day following the completion of the initial tune up and one time energy assessment (whichever is

later) for (ID Nos. ES-33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1). The notificationshall contain

the following:

i. Adescription ofthe affected unit(s) including identification of which subcategories the unit is in, the
design heat input capacity ofthe unit, and description of the fuel(s) burned.

ii. thefollowing certification(s) of compliance, as applicable:

A) “This facility completed the required initial tune-up for all of the boilers and process heaters
covered by 40 CFR 63 Subpart DDDDD at the site accordingto theprocedures in.40 CFR
63.7540(a)(10)(1) through (vi)”[i.e., Section2.1 E5.g.i.andi.]; and

(B) “This facility has had an energy assessmentperformed according to 40 CFR 63.7530(e)” [ i.e.,
Section2.1 E5.h.] and is an accurate depiction of the facility at the time of the assessment, or that
the maximum number of on-site technical hours specified in the definition of energy assessment
applicable to the facility has been expended.

General Compliance Requirements [§63.7505(a), §63.7500(f)]
The Permittee shall be in compliance with the work practice standards in this subpart. Thesestandards
apply atall times the affected unit is operating except during periods of startup and shutdown.

Work Practice Standards [15A NCAC 02Q .0508(f)]

i. Forsources(IDNos. ES-33-BLR-B3, ES-33-BLR-B4), the Permittee shall conduct atune-upevery
two years and for sources (ID Nos. ES-33-BLR-B5, ES-33-BLR-TEMP, and ES-BLR-B1), the
Permittee shall conduct a tune-up annually as specified below.

(A).As applicable, inspectthe burner, and cleanor replace any components of theburner as necessary
(the Permittee may performthe burner inspectionuntilthe next scheduled unit shutdown.

(B) Inspectthe flame pattern, as applicable, andadjustthe burneras necessary to optimize the flame
pattern. The adjustmentshould be consistent with the manufacturer's specifications, ifavailable;

(©) Inspectthe systemcontrolling the air-to-fuel ratio, as applicable, andensure that it is correctly
calibrated and functioning properly (you may delay the inspection until the next scheduled unit
shutdown);

(D) Optimize totalemissions of carbonmonoxide. This optimization should be consistentwith the
manufacturer's specifications, if available, and with any NOx requirementto which the unit is
subject; and

(E) Measure the concentrations in the effluent streamof carbon monoxide in parts per million, by
volume, and oxygen in volume percent, beforeand after the adjustments are made (measurements
may be eitheron adry orwet basis, as longas it is the same basis before and after the adjustments
are made). Measurements may be taken using a portable CO analyzer.

[863.7500(a), (e), §63.7540(a)(10), (a)(11)]

ii. For(ID Nos.ES-33-BLR-B3, ES-33-BLR-B4), each biennial tune-up shall be conducted nomore

than 25 months afterthe previoustune-up. For (ID Nos. ES-33-BLR-B5, ES-33-BLR-TEMP, and
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ES-BLR-B1), each annual tune-upshall be conducted no more than 13 months after the previous tune-
up. [40CFR 63.7515(d)]

iii. Iftheunitis not operatingon therequired date foratune-up, thetune-up must be conducted within 30
calendar days of startup. [§63.7540(a)(13), 63.7515(g)]

iv. Atalltimes, you must operate and maintain any affected source, including associated air pollution
controlequipmentand monitoring equipment, in a manner consistent with safety and good air
pollution control practices for minimizing emissions. Determination of whether such operationand
maintenance procedures are being used will be based on informationavailable to the Administrator
that may include, but is notlimited to, monitoring results, review of operation and maintenance
procedures, review of operation and maintenance records, and inspection of the source.
[863.7500(a)(3)]

v. ThePermittee shallbe deemed in noncompliance with 15A NCAC02D .1111 if the requirementsin
Section2.1 E5.g are not met.

Energy Assessment Requirements [15A NCAC 02Q .0508(f)]

The Permittee shall have a one-time energy assessment performed by a qualified energy assessor. The
energy assessment mustaddress therequirements in 40 CFR 63 Subpart DDDDD, Table 3, with the extent
of the evaluation foritems (a) to (e) in Table 3 appropriate for the on-site technical hours listed in 40 CFR
63.7575. [§63.7500(a)(1), Table 3] The Permittee shallbe deemed in noncompliance with 15A NCAC 02D
1111 if these requirements are not met.

Recordkeeping Requirements [15A NCAC02Q .0508(f), §63.7555]

The Permittee shall keep the following:

i. acopy ofeach notificationand report submittedto comply with this subpart, includingall
documentationsupporting any Initial Notification or Notification of Compliance Status, or semiannual
compliance report that has beensubmitted, according to therequirements in 40 CFR 63.10(b)(2)(xiv).
[8 63.7555(a)(1)]

ii. maintain on-site andsubmit, if requested by the Administrator, an annual report containing the
information in paragraphs (A) through (C) below:

(A) the concentrations of carbonmonoxide in the effluentstreamin parts per million by volume, and
oxygen in volume percent, measured at high fire or typical operating load, before and after the
tune-up ofthe source;

(B) adescriptionofany corrective actions taken asa part of the tune-up; and

(C) thetypeandamount of fuelused overthe 12 months priorto the annual adjustment, but only if the
unit was physically and legally capable ofusing more thanone type of fuel during that period.
Units sharinga fuel meter may estimate the fueluse by each unit; and
[863.7540(a)(10)(Vvi)]

iii. theassociatedrecords for Sections 2.1 E5.fthroughh.

The Permittee shall:

i. maintain records in a form suitable and readily available for expeditious review;

ii. keepeachrecord for5years following the dateof each occurrence, measurement, maintenance,
corrective action, report, or record; and

iii. keepeach record onsite forat least 2 years after the date ofeach occurrence, measurement,
maintenance, correctiveaction, report, or record. The Permittee can keep therecords offsite for the
remaining 3 years.

[863.7560, 63.10(b)(1)]

The Permittee shall be deemed in noncompliance with 15A NCAC02D .1111 if records are notmaintained

as described in Section2.1 E5.i.and j.

Reporting Requirements [15A NCAC 02Q .0508()]

For (ID Nos. ES-33-BLR-B3, ES-33-BLR-B4), the Permittee shall submit compliance reportsto the
DAQon a 2-yearbasis. Thefirst report shall cover the period beginning onthe May 20, 2019 and ending
on December 31,2020. The first report shallbe postmarked onor before January 30, 2021. Subsequent 2-
yearreportsshall covertheperiods fromJanuary 1to December 31. The Permittee shall submit the
subsequent compliancereports postmarked onor before January 30 for the previous 24-month
period.[§63.7550(a), (b)]
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(A) The compliance reportmust alsobe submitted electronically via the Compliance and Emissions Data

Reporting Interface (CEDRI). CEDRI can be accessed through the EPA's Central Data Exchange
(CDX) (https://cdxepa.gov/).) You must use theappropriateelectronic report in CEDRI for this
subpart. Instead of usingtheelectronic report in CEDRI for this subpart, you may submit an
alternate electronic file consistentwith the XML schema listed on the CEDRI Web site
(http://www.epa.gov/ttn/chief/cedri/indexhtml), once the XMLschema is available. Ifthe reporting
form specific to this subpartis not available in CEDRI at the time that the report is due, you must
submit the report tothe Administrator at the appropriate address listed in §63.13. You must begin
submitting reports via CEDRI no later than 90 days after the formbecomes available in CEDRI.
[863.7550(h)(3)]

ii. For(ID Nos.ES-33-BLR-B5,ES-33-BLR-TEMP, and ES-BLR-B1), the Permittee shall submit
compliance reports tothe DAQon an annual basis. The first report shall cover the period beginningon
the May 20,2019 and ending on December 31,2019. The first report shall be postmarked on or before
January 30, 2020. Subsequent annual reports shall cover the periods fromJanuary 1to December 31. The
Permittee shall submit the compliance report postmarked on or before January 30 of each calendar year
for the preceding 12-month period. [§63.7550(a), (b)]

(A) The compliance reportmust alsobe submitted electronically via the Compliance and Emissions Data

Reporting Interface (CEDRI). CEDRI can be accessed through the EPA's Central Data Exchange
(CDX) (https://cdxepa.gov/).) You must use theappropriateelectronic report in CEDRI for this
subpart. Instead of using theelectronic report in CEDRI for this subpart, youmay submit an
alternate electronic file consistentwith the XML schema listed on the CEDRI Web site
(http://www.epa.gov/ttn/chief/cedri/index html), once the XMLschema is available. If the reporting
form specific to this subpartis not available in CEDRI at the time that the report is due, youmust
submit the report tothe Administrator at the appropriate address listed in 863.13. You must begin
submitting reports via CEDRI no later than 90 days after the formbecomes available in CEDRI.
[863.7550(h)(3)]

m. The compliance reportmust contain the following information:

V.

company name and address;

process unit information, emissions limitations, and operating parameter limitations;

date of report and beginning and ending dates of the reporting period;

include the date ofthe most recenttune-up foreach unit required accordingto Section2.1 E5.g.
Include the date of the mostrecent burner inspection if it was not done as scheduled andwas delayed
untilthe next scheduled or unscheduled unit shutdown; and

statement by a responsible official with that official's name, title, and signature, certifying the truth,
accuracy, and completeness of the contentofthe report.

[863.7550(a) and (c), Table 9]

The Permittee shall be deemed in noncompliance with 15A NCAC02D .1111 if the reporting requirements in
Section2.1 E5.lthrough m are not met.

F. Bulk Resin System including Mixing Tank (1D No. ES-33-RS) and Associated Carbon
Adsorption System (ID No. CD-33-6-10) or Regenerative Thermal Oxidizer (ID No.
CD-33-56-RTO), and Fabric Filter (ID No. CD-33-0-11A)

Mixing Tanks (ID Nos. ES-33-SPC-MT1)

The following table provides a summary of limits and/or standards for the emission sources described above.

Regulated - . .

Pollutant Limits/Standards Applicable Regulation
E =4.10P %¢
where E =allowable emission rate in pounds per hour

Particulate Matter P = processweight in tons per hour 15A NCAC 02D .0515
[Affected Source: ID No. ES-33-RS]
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Regulated el . .
Pollutant Limits/Standards Applicable Regulation
20 percent opacity
Visible Emissions 15A NCAC 02D .0521(d)

[Affected Source: ID No. ES-33-RS]

Hazardous Air

Pollutants

15A NCAC 02D .1111

See Section 2.2 D.1. for affected sources and requirements [40 CFR 63 Subpart EEEE]

Odorous Emissions

State-Enforceable Only

See Section 2.2 A L. 15A NCAC 02D .1506

Volatile Organic
Compounds

15A NCAC 02D .0530

See Section 2.3 [Actuals PAL]

1. 15ANCAC02D.0515: PARTICULATES FROM MISCELLANEOUS INDUSTRIAL PROCESSES

a.

Emissions of particulate matter fromthe source (ID No. ES-33-RS) shallnot exceed an allowable emission
rate as calculated by thefollowing equation: [15A NCAC 02D .0515(a)]

E=4.10 xP %7 Where E =allowable emission rate in pounds per hour
P = processweight in tons perhour

Liquid and gaseous fuels and combustion air are not considered as part ofthe process weight.

Testing [156A NCAC02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results ofthistest are above the limit given in Section 2.1 F.1. a. above, the Permittee shall be deemed in
noncompliance with 15A NCAC 02D .0515.

Monitoring/Recordkeeping/Reporting [15A NCAC 02Q .0508(f)]

Particulate matter emissions fromthe source (ID No. ES-33-RS) shall be controlled by the fabric filter (ID
No. CD-33-0-11A), if the emissions are vented outside the building. To assure compliance, the Permittee
shallfollowthe monitoring, recordkeeping, and reporting requirements in Sections 2.1 A.1. ¢. throughf. The
Permittee shall be deemed in noncompliance with 15A NCAC 02D .0515 if the ductwork and fabric filter are
not inspected and maintained as specified in Section 2.1.A.1.c or if the records as specified in Section 2.1
A.l.dare not maintained.

2. 15ANCAC02D.0521: CONTROL OF VISIBLE EMISSIONS

a.

Visible emissions from the source (ID No. ES-33-RS) shall not be more than 20 percent opacity when
averagedoverasix-minute period. However, six-minute averaging periods may exceed 20 percent not more
than once in any hourand not more than fourtimes in any 24-hour period. In no event shallthe six-minute
average exceed 87 percentopacity. [15A NCAC 02D .0521 (d)]

Testing [15A NCAC 20Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this test are above thelimit given in Section 2.1 F.2.a. above, the Permittee shall be deemed in
noncompliance with 15A NCAC 02D .0521.

Monitoring/Recordkeeping/Reporting [15A NCAC 02Q .0508(f)]

To assure compliance, the Permittee shall follow the monitoring, recordkeeping, and reporting requirerrents
in Sections 2.1 A.2. d. through f. The Permittee shall be deemed in noncompliance with 15A NCAC 02D
.0521 if the above-normal emissions are not corrected per Section 2.1.A.2.d.(i) or if the demonstration in
Section 2.1.A.2.d. (ii) cannot be made. The Permittee shallbe deemed in noncompliance with 15A NCAC
02D .0521 if the records in Section2.1.A.2.e. are not maintained.
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22 M

ultiple Emission Source(s) Specific Limitations and Conditions

A. Facility-wide affected emission sources

State-enforceable only

1. 15ANCAC02D.1806: CONTROL ANDPROHIBITION OF ODOROUS EMISSIONS

a.

The Permittee shall not operate the facility without implementing management practices or installing and
operating odor control equipment sufficient to prevent odorous emissions fromthe facility from causing or
contributing to objectionable odors beyond the facility’s boundary.

B. HickoryPlant Coating Line No.5 (ID No. ES-33-5-01) and Associated Carbon
Adsorption System (ID No. CD-33-6-10) or Regenerative Thermal Oxidizer (ID No.
CD-33-56-RTO)

Hickory Plant Coating Line No. 5 Flexographic Printer (ID No. ES-33-5-FP)

Hickory Plant Coating Line No. 6 (ID No. ES-33-6-02)

Hickory Plant Coating Line No. 7 (ID No. ES-33-07-02)

Hickory Plant Coating Line No. 8 (ID No. ES-33-8-02) and Associated Nitrogen Inert
Solvent Recovery System (ID No. CD-33-8-10) or Carbon Adsorption Systems (1D No.
CD-33-6-10)

Hickory Plant Coating Line No. 8 (ID No. ES-33-8-04) and Associated Carbon
Adsorption System (ID No. CD-33-6-10)

Hickory Plant Coating Line No. 9 (ID No. ES-33-09-02)

Hickory Adhesive Coating Line No. 10 (ID No. ES-33-COAT10)

Highland Plant Coating Line (ID No. ES-36-CL-1) and Associated Regenerative
Thermal Oxidizer (ID No. CD-36-RTO-1)

Pilot Coater No. 1 (ID No. ES-33-0-01)

1. 15A NCAC 02D .1111: MAXIMUM ACHIEVABLE CONTROL TECHNOLOGY [MACT SUBPART
33391

a.

The Permittee shall comply with all applicable provisions, including the notification, testing, reporting,
recordkeeping, and monitoring requirements contained in Environmental Management Commission
Standard 15A NCAC 02D .1111 “Maximum Achievable Control Technology” as promulgated in 40 CFR
Part 63, Subpart JJJJ “National Emission Standards for Hazardous Air Pollutants: Paper and Other Web
Coating” including allapplicable provisions of Subpart A, “General Provisions.” Anyweb coating line with
product and packaging rotogravure print station(s) and/or a wide-web flexographic print station(s) that is
subject to this Subpart may elect to continue demonstrating compliance with this Subpart in lieu of Subpart
KK of this Part, if the mass of the materials applied to the line's print station(s) in a month ever exceed 5
percent of the total mass of materials applied ontotheline during the same period. [863.3300]

Emission Standards and Operating Limits
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b.

The Permittee has chosen the option of limiting organic HAP emissions to no more than 20 percent of the
mass of coatingsolids applied foreach month. Before July 9, 2021, the affected coating operations shall be
in compliance with the applicable emission limit in §63.3320 at all times, except during periods of SSM. On
and after July 9, 2021, the affected coating operations shall be in compliance with the applicable emission
limit in 863.3320 at all times, including periods of SSM.

[8863.3320(b)(3) and 63.3330(a)(1)]

For coating line No. 5 emission sources (ID No. ES-33-5-01) and Highland Plant coating line emission
sources (ID Nos. ES-36-CL-1), the Permittee shall meet the operating limits specified in Table 1to 40 CFR
Part 63, Subpart JJJJ, as below, whenever the Permittee uses thethermal oxidizers (ID No. CD-33-56-RTO
or CD-36-RTO-1) to comply with 40 CFR Part 63, Subpart JJJJ for these sources. These operating limits
apply to emission capture systems and control devices, and the Permittee shall establish the operating limits
during the performance test accordingto the requirements in 863.3360(e)(3). The Permittee shall meet the
operating limits at all times after the Permittee establishes them. [§63.3321(a)]

Table 1to Subpart JJJJ of Part 63 Operating Limits if Using Add-on Control Devices and Capture System

For the following | You must meet the following operating | And you must demonstrate continuous compliance

device: limit: with operating limits by:
The average combustiontemperature in i. Collecting the combustion temperature data according
any 3-hour period mustnotfall 50 °F to § 63.3350(e)(10);
Thermal oxidizer belowthe combustion temperature limit ii. Reducing the datato 3-hourblock averages; and

established accordingto § 63.3360(e)(3)(i) | iii. Maintain the 3-houraverage combustion
temperature at orabovethe temperature limit.

Performance Test [15A NCAC 02Q .0508(f)]

The Permittee is not required to conduct performance test on solvent recovery devices (ID Nos. CD-33-6-10
and CD-33-8-10). [§63.3360(b)(3)]

The Permittee shall conduct an initial performance test to establish the destruction or removal efficiency of
the thermal oxidizer (ID No. 36-RTO-1) according to the methods and procedures in §63.3360(e). The
Permittee performed and passed the required initial performance test to establish the destruction or removal
efficiency of the thermal oxidizer (ID No. 33-56-RTO) on February 14, 2006.

The Permittee may elect to defer the performance testing to establish destruction efficiency of the thermal
oxidizers (ID Nos. CD-33-56-RTO and 36-RTO-1) if the Permittee does not elect to utilize the RTO
destruction efficiency in the monthly compliance determination and demonstrates complian ce by assuming
VHAP emissions are uncontrolled when sources associated with either of the thermal oxidizers (ID Nos. CD-
33-56-RTO and CD-36-RTO-1) are exhausted to either ofthe thermal oxidizers. If the Permittee elects to
claimthe credit for VHAP destroyed by either thermal oxidizer (ID Nos. CD-33-56-RTO andCD-36-RTO-
1), the Permittee shall first conduct performance tests to establish destruction efficiency in accordance with
the methods and procedures in §63.3360(e).

A periodic emissions performance test shall be performed on each thermal oxidizer (ID Nos. CD-33-56-
RTO and 36-RTO-1) by July 9, 2023 or within 60 months of the previous test, whichever is later, and
subsequent tests no later than 60 months thereafter, as required in 863.3360, according to the methods and
procedures in §63.3360(e). Performance testing for HAP or VOC destruction efficiency required by state
agencies can be usedto meet this requirement. Ifapplicable, determine the mass of volatile matter retained
in the coated web or otherwise notemitted to the atmosphere according to §63.3360(g).

If the Permittee does not establish the destruction or removal efficiency of the RTO (ID Nos. CD-33-56-
RTO and 36-RTO-1) prior to claiming a destruction efficiency in the monthly compliance demonstrations
or the required periodic performance tests are not conducted on the RTO (ID Nos. CD-33-56-RTO and 36-
RTO-1), the Permittee shallbe deemed in noncompliance with 15A NCAC 02D .1111.

[8863.3330(a)(2) and 63.3360(a)(2)]
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f.

For the thermal oxidizers (ID Nos. CD-33-56-RTO and CD-36-RTO-1), the Permittee shall establish the
applicable operating limits required by §63.3321. These operating limits apply to each add-on emission
control device and the Permittee shall establish the operating limits during the performance test required by
paragraph (e) of 863.3360 accordingto the requirements in paragraphs (e)(3)(i) and (ii) of 863.3360.

i. Forthethermaloxdizers (ID Nos. CD-33-56-RTO and CD-36-RTO-1), the Permittee shall establish
the operating limits according to paragraphs (e)(3)(i)(A) and (B) of § 63.3360.

(A) During the performance test, the Permittee shall monitor and record the combustion temperature at
least once every 15 minutes during each of the three test runs. The Permittee shall monitor the
temperature in the fireboxofthe thermal oxidizer or immediately downstreamofthe fireboxbefore
any substantial heat exchange occurs.

(B) The Permittee shall use the data collected during the performance test to calculate and record the
average combustion temperature maintained during the performance test. The Pemittee shall
maintain the 3-hour average combustion temperature no more than 50 degrees Fahrenheit lower than
this average combustion temperature.

If the Permittee does notestablish the average combustion temperature as a minimum operating limit for

the thermal oxidizers (ID Nos. CD-33-56-RTO and CD-36-RTO-1) throughthe data collected during

the performance test or maintain the 3-hour average combustion temperature no more than 50 degrees

Fahrenheit lower than this average combustion temperature, the Permittee shall be deemed in

noncompliancewith 15A NCAC 02D .1111.

[§63.3321 and §63.3360(¢e)(3)]

If the Permittee demonstrates compliance by meeting the requirements of §863.3370(f), (g), (h), (i), ()(2),

D, (0)(2) or (3), or (q), the Permittee shall determine capture efficiency using the procedures in paragraph

(f)(l) (2), or (3) of §63.3360, as applicable.

The Permittee may assume his/her capture efficiency equals 100 percent if his/her capture system s a

permanent total enclosure (PTE). The Permittee must confirmthat his/her capture systemis a PTE by

demonstrating that it meets the requirements of Section 6 of EPA Method 204 of 40 CFR Part 51,

appendixM, and that all exhaust gases fromthe enclosure are delivered to a control device.

ii. The Permittee may determine capture efficiency according to the protocols for testing with temporary
totalenclosures that are specified in Methods 204 and 204A through F of 40 CFR Part 51, Appendix M.
The Permittee may exclude never controlled work stations fromsuch capture efficiency determinations.

iii. The Permittee may use any capture efficiency protocol and test methods that satisfy thecriteria of either
the Data Quality Objective or the Lower Confidence Limit approach as described in Appendix A of
Subpart KK of 40 CFR 63. The Permittee may exclude never-controlled work stations fromsuch capture
efficiency determinations.

If the Permittee does not determine the capture efficiency of each capture system in accordance with the
requirements in this Section 2.2.B.1.9., the Permittee shall be deemed in noncompliance with 15A NCAC
02D .1111.
[863.3360()]
If the Permittee determines compliance with the emission standards in § 63.3320 by means other than
determining the overall organic HAP control efficiency of a control device, the Permittee shall determine the
organic HAP mass fraction ofeach coating material ‘‘as -purchased’’ by following one of the procedures in
paragraphs (c)(1) through (3) of §63.3360 and the organic HAP mass fraction of each coating material “‘as-
applied”” by following the procedures in paragraph (c)(4) of §63.3360. The Permittee shall be deemed in
noncompliancewith 15A NCAC 02D .1111, if the organic HAP mass fraction of each coating material ““as-
purchased’’ is not determined [§63.3360(c)].

If the Permittee determines compliance with the emission standards in § 63.3320 by means other than

determining the overall organic HAP control efficiency of a control device and the Permittee chooses to use

the volatile organic content as a surrogate for the organic HAP content of the coatings, the Permittee shall
determine the volatile organic content and coating solids content of each coating material "as-applied” as per

863.3360(d). The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if volatile organic

contentand coating solids content of each coating material " as-applied" is not determined [§63.3360(d)].

Monitoring [15A NCAC 02Q .0508(f)]

If the Permittee owns or operates web coating lines with intermittently controlled work stations, the Permittee
shallmonitor bypasses of the control device and the mass of each coating material applied at the work station
during any such bypass. If using a control device for complying with the requirements of 40 CFR Part 63
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Subpart JJJJ, the Permittee shall demonstrate that any coating material applied on a never controlled work
stationoran intermittently-controlled work station operated in bypass mode is allowed in his/her compliance
demonstration according to § 63.3370(0) and (p). The bypass monitoring shall be conducted using at least
one of the procedures in §63.3350(c). The Permittee shall be deemed in noncompliance with 15A NCAC
02D .1111, if the requirements in Section 2.2 B.1.j. are not met. [§63.3350(c)]

Forcoating line No.5emission sources (ID Nos. ES-33-5-01 and ES-33-5-FP), coating line No. 6 emission

sources (ID Nos. ES-33-6-02), coating line No. 7 emission sources (ID No. ES-33-7-02), coating line No. 8

emission sources (ID Nos. ES-33-8-02, ES-33-8-04), coating line No. 9 emission sources (ID No. ES-33-

09-02), Adhesive Coating Line No. 10 (ID No. ES-33-COAT10), Highland Plant coating line emission

sources (ID No. ES-36-CL-1), and Pilot Coater No. 1 (ID No. ES-33-0-01) the Permittee has chosen to meet

the requirements of liquid-liquid material balance in 863.3350(d)(2) to comply with emission standard in
863.3320(b)(3). The Permittee shallinstall, calibrate, maintain, and operate according to the manufacturers
specifications a device that indicates the cumulative amount of volatile matter recovered by the solvent
recovery device onamonthly basis. The device shallbe certified by the manufacturer to be accurate within

+2.0 percent by mass. The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if a

monitoring device is not installed, calibrated, maintained, and operated for determining cumulative amount

of volatile matter recovered by the solvent recovery device overa monthly basis. [863.3350(d)]

Forcoating line No. 5 emission sources (ID Nos. ES-33-5-01 andES-33-5-FP) and Highland Plant coating

line emission sources (ID Nos. ES-36-CL-1), the Permittee may use thermal oxidizers (ID Nos. CD-33-56-

RTO and CD-36-RTO-1) to comply with emission standard in §63.3320(b)(3).

i.  When thermal oxidizers (ID Nos. CD-33-56-RTO and CD-36-RTO-1) are utilized to demonsrate
compliance with the applicable emission standard in 863.3320(b)(3), the Permittee shall install,
maintain, and operate temperature monitoring equipment according to the manufacturer's specifications.

ii. For thermal oxidizers (ID Nos. CD-33-56-RTO and CD-36-RTO-1), the Permittee shall install,
calibrate, operate, and maintain a temperature monitoring device equipped with a continuous recorder.
The device shall have an accuracy of + 1 percent of the temperature being monitored in degrees
Fahrenheit or £1.8 degrees Fahrenheit, whichever is greater. The thermocouple or temperature sensor
shallbe installed in the combustion chamber at a location in the combustion zone.

iii. Fortemperature sensors, the Permittee shall develop a quality control program that must contain, at a
minimum, a written protocol that describes the procedures for verifying that the temperature sensor is
operating properly using at least one of the methods in §63.3350 (e)(10)(iv)(A), (B), (C), (D), (E), or
(F). The Permittee shall keep these written procedures on record for the life of the affected source or
until the affected source is no longer subject to the provisions of this part, to be made available for
inspection, upon request, by the Administrator:

(A) Semiannually, compare measured readings toa National Institute of Standards and Technology
(NIST) traceable temperature measurementdevice or simulatea typical operating temperature using
aNIST traceable temperature simulation device. Whenthe temperature measurementdevice method
is used, the sensor ofthe calibrated device must be placed as close as practicable to the process
sensor, and both devices must be subjected to the same environmental conditions. The accuracy of
the temperature measured must be 2.5 percentof the temperature measured by the NIST traceable
device or5 degrees Fahrenheit whichever is greater.

(B) Annually validatethe temperature sensor by following applicable mechanicaland electrical
validation procedures in the manufacturer owner's manual.

(C) Annually request thetemperature sensor manufacturer to certify or re-certify electromotive force
(electrical properties) of the thermocouple.

(D) Annually replace thetemperature sensor with a new certified temperature sensor in lieu of
validation.

(E) Permanently installa redundanttemperaturesensor as closeas practicable to the process temperature
sensor. The sensors mustyield a reading within 2.5 percent of each other for thermal oxidizers and
catalytic oxidizers.

(F) Permanently installatemperaturesensor with dual sensors to accountfor the possibility of failure.

iv. Conduct the validation checks in paragraph (e)(10)(iv)(A), (B), or (C) of 863.3350 any time the

temperature sensor exceeds the manufacturer's specified maximum operating temperature rangeor install
a newtemperaturesensor.

v. At least quarterly, inspect temperature sensor components for proper connection and integrity or

continuously operate an electronic monitoring systemdesigned to notify personnel if the signal fromthe
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temperature sensor is interrupted.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if the requirements in this
Section 2.2B.1.I. are not met.

[§63.3350(e)(10)]

If the Permittee is complying with the emission standards in §63.3320 through the use of a capture system
and controldevice forone or more web coating lines, the Permittee shall develop a site -specific monitoring
plan containingthe information specified in paragraphs (f)(1) and (2) of 863.3350 for these capturesystens.
The Permittee shall monitor the capture systemin accordance with paragraph (f)(3) of §63.3350. The
Permittee shall make the monitoring plan available forinspection by the permittingauthority upon request.
i. Themonitoring plan must:

(A) Identify the operating parameter to be monitored to ensure that the capture efficiency determined

during the initial compliance test is maintained; and

(B) Bxplain why this parameter is appropriate for demonstrating ongoing compliance; and

(C) Identify the specific monitoring procedures.

ii. The monitoring plan shall specify the operating parameter value or range of values that demonstrate
compliance with the emissionstandards in § 63.3320. The specified operating parameter value or range
of values shall represent the conditions present whenthe capture systemis being properly operated and
maintained.

iii. The Permittee shallconduct all capture systemmonitoring in accordance with the plan.

iv. Any deviationfromthe operating parameter value or range of values, which are monitored according to
the plan, will be considereda deviation fromthe operating limit.

v. ThePermittee shallreviewand update the capturesystemmonitoring plan at least annually .

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111, if the requirements in Section

2.2 B.1.m. are not met.

[863.3350()]

The Permittee shall operate a capture system and control device such that the organic HAP emission rate for

coating line No. 5 emission sources (ID Nos. ES-33-5-01 and ES-33-5-FP), coating line No. 6 emission

sources (ID Nos. ES-33-6-02), coating line No. 7 emission sources (ID No. ES-33-7-02), coating line No. 8

emission sources (ID Nos. ES-33-8-02, ES-33-8-04), coating line No. 9 emission source (ID No. ES-33-09-

02), Adhesiwve Coating Line No. 10 (ID No. ES-33-COAT10), Highland Plant coating line emission sources

(ID No. ES-36-CL-1), and Pilot Coater No. 1 (ID Nos. ES-33-0-01) is limited to 0.20 kg organic HAP

emitted per kg coating solids applied. If the affected source operates more than one capture system, more

than onecontrol device, one or more never-controlled work stations, or one or more intermittently -controlied
work stations, then the Permittee shall demonstrate compliance in accordance with the provisions of
paragraph (0) of §63.3370. Otherwise the Permittee shall demonstrate compliance following the procedure
in paragraph (j) of §63.3370 when emissions from the affected source are controlled by a solvent recovery
device or the procedure in paragraph (I) of §63.3370 when emissions are controlled by an oxidizer The

Permittee shall be deemed in noncompliance with 15A NCAC02D .1111, if the requirementsin Section2.2

B.1.n. are not met. [863.3370(9)]

The Permittee shall determine organic HAP emissions for coating line No. 5 emission sources (ID Nos. ES-

33-5-01 andES-33-5-FP), coating line No. 6 emission sources (ID Nos. ES-33-6-03, and ES-33-6-04), and

coating line No. 8emission sources (ID Nos. ES-33-8-02 and ES-33-8-04) by performing a monthly liquid-

liquid material balance for solvent recovery devices (ID Nos. CD-33-6-10and CD-33-8-10), in accordance

with the paragraphs (j)(1)(ii) through (vii) and (p) of 863.3370.

i. Ifdemonstratingcomplianceon thebasis of organic HAP emission rate based on coating solids applied,
organic HAP emission rate based on coating material applied, or emission of less than the calculated
allowable organic HAP, determine the organic HAP content of each coating material as-applied during
the month following the procedure in 863.3360(c) [§63.3370(j)(L)(ii)].

ii. Determine the volatile organic content of each coating material as -applied during the month following
the procedure in §63.3360(d) [863.3370(j)(L)(iii)].

iii. Ifdemonstratingcompliance on the basis of organic HAP emissionrate based on coating solids applied
or emission of less than the calculated allowable organic HAP, determine the coating solids content of
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each coating material applied during the month following the procedure in & 63.3360(d)
[863.3370())(1)(iv)].

iv. Determine and monitorthe amount of volatile organic matter recovered for the month according to the
procedures in 863.3350(d) [§63.3370(j)(1)(V)].

v. Recovery efficiency. Calculate the volatile organic matter collection and recovery efficiency using
Equation 11 in §63.3370: [§63.3370(j)(1)(vi)]

Ry= Ny ”f“ 100
Cald; + 3 CM
=

i

L

N

Equation 11

Where:

R, =  Organic volatile matter collectionand recovery efficiency, percent.

Mvw=  Mass of volatile matter recovered in a month, kg.

Mwet= Mass of volatile matter retained in the coated web after curing or drying, or otherwise not
emitted to the atmosphere, kg. The value of this termwill be zero in all cases except where
the Permittee choose to take into account thevolatile matter retained in the coated web or
otherwise not emitted to the atmosphere for the compliance demonstration procedures in

§63.3370.

p= Number of different coating materials applied in a month.

C.i= \olatile organic content of coating material, i, expressed as a mass fraction, kg/kg.

M;=  Mass ofas-purchased coating material, i, applied in a month, kg.

g= Number of different materials added to the coating material.

Cij= Volatile organic contentof material, j, added toas-purchased coating material, i, expressed
as amass fraction, kg/kg.

Mij=  Mass of material, j, added to as-purchased coating material, i, in a month, kg.

vi. Organic HAP emitted. Calculate the organic HAP emitted during the month using Equation 12 in
863.3370: [§63.3370(j)(L)(vii)]

¥ q

H, = {1 - EL}[ZC,,,MﬁZC,,,M, —‘M“}
100433 H Equation 12

Where

He=  Totalmonthly organic HAP emitted, kg.

R, =  Organic volatile matter collectionand recovery efficiency, percent.

p= Number of different coating materials applied in a month.

Cwi=  Organic HAP content of coating material, i, as-purchased, expressed as a mass fraction,
kg/kg.

M= Mass ofas-purchased coating material, i, applied in a month, kg.

= Number of different materials added to the coating material.

Ciij = Organic HAP content of material, j, added toas-purchased coating material, i.e., expressed
as amass fraction, kg/kg.

Mij=  Mass of material, j, added to as purchased coating material, i, in amonth, kg.

Mwet= Mass of volatile matter retained in the coated web after curing or drying, or otherwise not
emitted to the atmosphere, kg. The value of this termwill be zero in all cases except where
the Permittee choose to take into account thevolatile matter retained in the coated web or
otherwise not emitted to the atmosphere for the compliance demonstration procedures in
§63.3370.

vii. Never-controlled work stations. The Permittee shall determine mass ofall coating materials as -applied
on never-controlled work station (ID No. ES-33-5-FP) during the month [40 CFR 63.3370(p)(1)]-

viii. Determine the sum of the mass of all coating materials as-applied on intermittently-controlled work
stations operatingin a controlled mode and the mass of all coating materials applied on always-controlled
work stations duringthemonth [40 CFR 63.3370(p)(2)].

ix Liquid material balance compliance demonstration. For each web coating line or group of web coating
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lines for which the Permittee uses the provisions of paragraph (0)(1)(ii) of §63.3370, the Permittee shall
calculate the organic HAP emitted during the month using Equation 19in 863.3370 as specified below:
[863.3370 (p)(3)];

He=[>"M,cC, {—7} +[> MgCup|-Mvret  Eq.19

Where:

H.=  Totalmonthly organic HAP emitted, kg.

p= Number of different coating materials applied in a month.

M= Sum of the mass of coating material, i, as-applied on intermittently-controlled work

stations operating in controlled mode and the mass of coating material, i, as-applied on
always controlled work stations in amonth, kg.

Cani= Monthly average, as-applied, organic HAP content of coating material, i, expressed as a
mass fraction, kg/kg.
Ry =  Organic volatile matter collectionand recovery efficiency, percent.

Mgi= Sum of the mass of coating material, i, as-applied on intermittently-controlled work
stations operating in by-pass mode and the mass of coating materials, i, as-applied on
never-controlled work stations, in amonth, kg.

Cai= Monthly average, as-applied, organic HAP content of coating material, i, expressed as a
mass fraction, kg/kg.

Mwet= Mass of volatile matter retained in the coated web after curing or drying, or otherwise not
emitted to the atmosphere, kg. The value ofthis termwill be zero in all cases except where
the Permittee choose to take into account thevolatile matter retained in the coated web or
otherwise not emitted to the atmosphere for the compliance demonstration procedures in
863.3370.

The Permittee shall be deemed in noncompliance with 15A NCAC02D .1111, if the requirementsin Section
2.2 B.1.0. are not met.
[863.3370(0)(1)(ii)]

p. The Permittee shall determine the organic HAP emissions for coating line No. 5 emission sources (ID No.
ES-33-5-01) and Highland Plant coating line emission sources (ID No. ES-36-CL-1) when controlled by
thermal oxidizers (ID Nos. CD-33-56-RTO and CD-36-RTO-1), in accordance with the procedures in
paragraph (I)(1)(i) through (vi) of §63.3370.

i. Determine the oxidizer destructionefficiency using the procedure in 8 63.3360(e).

ii. Determine the capture systemcapture efficiency in accordance with § 63.3360(f).

iii. Capture and control efficiency monitoring. Whenever a web coating line is operated, continuously
monitorthe operating parameters established in accordance with § 63.3350(e) and (f) to ensure capture
and control efficiency.

iv. If demonstratingcomplianceon thebasis of organic HAP emission rate based on coating solids applied,
organic HAP emission rate based on coating materials applied, or emission of less than the calculated
allowable organic HAP, determine the mass of each coating material applied on theweb coating line or
group ofweb coating lines controlled by a common oxidizer during the month.

v. Ifdemonstrating complianceon thebasis of organic HAP emissionrate based on coating solids applied,
organic HAP emission rate based on coating material applied, or emission of less than the calculated
allowable organic HAP, determine the organic HAP content of each coating material as applied during
the month following the procedure in §63.3360(c).

vi. Ifdemonstrating compliance on the basis of organic HAP emissionrate based on coatingsolids applied
or emission of less than the calculated allowable organic HAP, determine the coating solids content of
each coating material applied during the month following the procedure in §63.3360(d).

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111, if the requirementsin Section

2.2 B.1.p. are not met.

[863.3370(0)(3)(iii)(A)]

g. As an alternative to the compliance procedure in 863.3370(0)(3)(iii)(A) as specified in Section 2.2 B.1.p.
above for coating line No. 5emissionsources (ID No. ES-33-5-01) and Highland Plant coating line emission
sources (ID No. ES-36-CL-1) when controlled by thermal oxidizers (ID Nos.CD-33-56-RTO and CD-36-
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RTO-1), the Permittee is allowed to use the compliance procedure in 863.3370(0)(4) [Section 2.2 B.L..
below] to determine organic HAP emissions fromcoating line No. 5 emission sources (ID No. ES-33-5-01)
and Highland Plant coating line emission sources (ID No. ES-36-CL-1).

The Permittee shall determine organic HAP applied to uncontrolled coating lines, i.e., coating line No. 7
emission sources (ID No. ES-33-7-02), coating line No. 9 emission sources (ID No. ES-33-09-02) Pilot
CoaterNo. 1 (ID No. ES-33-0-01),and Adhesive Coating Line No. 10 (ID No. ES-33-COAT10) usingthe
Equation 10 of 863.3370. The organic HAP emitted froman uncontrolled web coating line is equal to the
organic HAP applied onthatweb coating line.

The Permittee may determine organic HAP applied to coating line No. 5 emission sources (ID No. ES-33-
5-01) and Highland Plant coating line emission sources (ID No. ES-36-CL-1), using the Equation 10 of
863.3370. The organic HAP emitted froman uncontrolled web coating line is equal to the organic HAP
applied on thatweb coatingline.

P q
H, = ZCNM.-II-ECN;E-& y -M,..
= =] Equation 10

Where:

Hnm=  Totalmonthly organic HAP applied, kg.

p= Number of different coating materials applied in a month.

Cii=  Organic HAP content of coating material, i, as-purchased, expressed as a mass fraction,
ka/kg.

M= Mass ofas-purchased coating material, i, applied in a month, kg.

g= Number of different materials added to the coating material.

Ciij = Organic HAP content of material, j, added to as-purchased coating material, i, expressed
as amass fraction, kg/kg.

M; = Mass of material, j, added to as purchased coating material, i, in a month, kg.

Mvet= Mass of volatile matter retained in the coated web after curing or drying, or
otherwise notemitted to theatmosphere, kg. Thevalueof this termwill be zero in all cases
except where the Permittee choose to take into account the volatile matter retained in the
coated web or otherwise not emitted to the atmosphere for the compliance demonstration
proceduresin § 63.3370.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111, if the requirements in Section
2.2 B.1r. are not met.

[863.3370(0)(4)]

The Permittee shall convert the information obtained under paragraph (0)(1) through (4) of §63.3370 into the
unit of the selected compliance options using the calculation procedures specified in paragraphs (0)(5)(i)
through (iv) of §63.3370.

i. Organic HAP emitted. Calculate the organic HAP emissions for the affected source for the month by
summing all organic HAP emissions calculated according to paragraphs (0)(1), (2)(ii), 3(iii), and (4) of
§63.3370.

ii. Coatingsolids applied. If demonstrating compliance on the basis of organic HAP emission rate based
on coating solids applied, organic HAP emission rate based on coating material applied, or emission of
less than the calculated allowable organic HAP, determine the organic HAP content of each coating
material as-applied during the month following the procedure in 863.3360(d).

iii. Organic HAP emission rate based on coating solids applied. Calculate the organic HAP emission rate
based oncoatingsolids applied using Equation 13 in 8§63.3370 as shown below:

- Hi'
B q
E{:‘HML +E l“*HJML:I
&l - Equation 13

L
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Where:

L= Mass organic HAP emitted per mass of coating solids applied, kg/kg.

H.=  Totalmonthly organic HAP emitted, kg.

p= Number of different coating materials applied in a month.

Csi=  Coating solids content of coating material, i, expressed as a mass fraction, kg/kg.

M= Mass ofas-purchased coating material, i, applied in a month, kg.

g= Number of different materials added to the coating material.

Csj =  Coating solids content of material, j, added to as-purchased coating material, i, expressed
as amass-fraction, kg/kg.

Mijj= Mass of material, j, added to as-purchased coating material, i, in a month, kg.

The Permittee shallbe deemed in noncompliance with the emission standards in 8§63.3320(b) for the month
if all operating parameters required to be monitored under paragraphs (0)(1) through (3) of §63.3370 were
not maintained at the values established under 863.3350 and §63.3360, and the organic HAP emission rate
based oncoatingsolids applied exceeds 0.20 kg organic HAP per kg coating solids applied.
[863.3370(0)(5)]

Recordkeeping [15A NCAC 02Q .0508(f)]

Forcoating line No.5emission sources (ID Nos. ES-33-5-01 and ES-33-5-FP), coating line No. 6 emission

sources (ID Nos. ES-33-6-03 and ES-33-6-04), coating line No. 7 emission sources (ID No. ES-33-7-02),

coating line No. 8emission sources (ID Nos. ES-33-8-02, ES-33-8-04), coating line No. 9 emission sources

(ID No. ES-33-09-02), Adhesive Coating Line No. 10 (ID No. ES-33-COAT10), Highland Plant coating

line emission sources (ID No. ES-36-CL-1), and Pilot Coater No. 1 (ID No. ES-33-0-01), the Permittee shall

maintain the following records specified in §63.3410(a)(1) on a monthly basis in accordance with the
requirements of §63.10(b)(1):

i. Records specified in 863.10(b)(2) of all measurements needed to demonstrate compliance with this
standard, including:

(A) Controldevice and capturesystemoperating parameter data in accordance with the requirements of
§63.3350(c), (e), and (f);

(B) Organic HAP content data for the purpose of demonstrating compliance in accordance with the
requirements of §63.3360(c);

(C) Volatile matter and coating solids content data for the purpose of demonstrating compliance in
accordancewith the requirements of §63.3360(d);

(D) Overall control efficiency determination using capture efficiency and control device destruction or
removal efficiency test results in accordance with therequirements of §63.3360(e) and (f); and

(E) Materialusage, organic HAP usage, volatile matter usage, and coating solids usage and compliance
demonstrations using these datain accordance with therequirements of 863.3370(b), (c), and (d).

(F) Emission factor development calculations and HAP content for coating materials used to develop
the emission factor as needed for §63.3360(Q).

ii. Records specified in 8§63.10(c) for each CMS operated by the owner or operator in accordance with the
requirements of 863.3350(b), as indicatedin Table 2to subpart JJJJ of part 63.

The Permittee shall maintain records of all liquid-liquid material balances performed in accordance with the

requirements of §63.3370. The records must be maintained in accordance with the requirements of §63.10(b).

For each deviation froman operating limit occurring at an affected source, the Permitttee shall record the

following information.

i. Thetotaloperatingtime the web coating line(s) controlled by the corresponding add-on control device
and/oremission capture systemduring the reporting period.

ii. Date,time, duration,andcauseofthe deviations.

iii. If the facility determines by its monthly compliance demonstration, in accordance with §63.3370, as
applicable, that the source failed to meet an applicable emission limit of this subpart, you must record
the following for the corresponding affected equipment:

(A) Record an estimate of the quantity of HAP (or VOC if used a surrogate in accordance with
863.3360(d)) emitted in excess of the emission limit for the month, and a description of the method
used to estimate the emissions.

(B) Record actionstakento minimize emissions in accordance with §63.3340(a), and any corrective
actions taken to return the affected unit to its normal orusual manner of operation.
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W.

aa.

bb.

CC.

Any records required to be maintained by this part that are submitted electronically via EPA's CEDRI  may
be maintained in electronic format. This ability to maintain electronic copies does not affectthe requirerent
for facilities to make records, data, and reports available upon request to a delegated airagency orthe EPA
as part ofan on-site compliance evaluation.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if the records in Section 22
B.1.t. through w. above are notmaintained or the requirements therein are not met.

[§63.3410]

Reporting [15A NCAC 02Q .0508(f)]

After July 9, 2021, the Permittee shall electronically submit initial notifications, notifications of compliance
status, performance evaluation reports, and performance test reports, as required in §63.3400. Semiannual
compliance reports must be submitted electronically for the first full semiannual compliance period after the
template has beenavailable in the Compliance and Emis sions Data Reporting Interface (CEDRI) for 1 year.
[8863.3330(a)(3) and 63.3400(h)]

The Permittee shall submit a semiannual compliance report in accordance with the requirements in
§63.3400(c).

The Permittee shall submit a Notification of Performance Tests as specified in 8§ 63.7 and 63.9(e), and in
accordance with the requirements in §63.3400(d), if the Permittee is complying with the emission standard
using a control device andthe Permittee is required to conduct a performancetest of the control device.
The Permittee submitted a Notification of Compliance Status as specified in 863.9(h) and in accordance with
863.3400(e) on July 28, 2006. For affected sources that commenced construction or reconstruction on or
before September 19, 2019, the Notification of Compliance Status must be submitted electronically using the
procedure in paragraph (h) starting July 9, 2021.

The Pemittee shall submit performance test reports as specified in §63.10(d)(2) and and in accordance with
the requirements in §63.3400(f).

The Permittee shall submit a summary report of monitoring and recordkeeping activities postmarked on or
before January 30 of each calendar year for the preceding six-month period between July and December and
July 30 of each calendaryear forthe preceding six-month period between January and June. All instances
of deviations fromthe requirements of this permit must be clearly identified.

C. Adhesive Liquid Raw Material Storage Tanks (ID No. ES-33ST-1)

Solvent-Based Adhesive Mixers and Storage Tanks (ID No. ES-33-1-01)

Solvent and Resin Storage Tanks (ID No. ES-33-2-45ST)

One Solvent Based Coating Storage Tanks (ID No. ES-33-52)
Resin Storage Tanks (ID No. ES-33-2-43)

Bul

k Resin System including Mixing Tank (ID No. ES-33-RS)

Mixing Tanks (ID No. ES-33-SPC-MT1)

Tol

uene Transfer Racks (ID No. ES-33-TST-TR1)

Solvent Based Resin Transfer Racks (ID No. ES-33-SBPRT-TR1)

One Petroleum Resin Transfer Rack (ID No. ES-33-PRT-TR1)

Two Fill Ports (ID Nos. ES-33-SBPRT-TR3 and ES-33-SBPRT-TR4)
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Storage Tanks (ID No. IES-36-WBST1)

1. 15ANCAC 02D .1111: MAXIMUM ACHIEVABLE CONTROL TECHNOLOGY [MACT SUBPART
EEEE]

a.

The Permittee shall comply with all applicable provisions, including the notification, testing, reporting,
recordkeeping, and monitoring requirements contained in Environmental Management Commission
Standard 15A NCAC 02D .1111 “Maximum Achievable Control Technology” (MACT) as promulgated in
40 CFR Part 63, Subpart EEEE “National Emission Standards for Hazardous Air Pollutants: Organic Liquids
Distribution (Non-Gasoline),” including Subpart A “General Provisions.” [ISA NCAC 02D .1111]

For the sources listed in Section 2.2 C above, the Permittee is not required to comply with the control
requirements (i.e. the emission limitations, operating limits, and work practice standards) found in 40 CFR
Part 63, Subpart EEEE. For these sources the Permittee is only required to comply with the notification,
recordkeeping, and reporting requirements in Sections 40 CFR §63.2343(a) through (d). [40 CFR 63.2343]

Recordkeeping and Reporting [15A NCAC 02Q .0508(f)]

Foreach storagetank havinga capacity of less than 18.9 cubic meters (5,000 gallons) and eachtransfer rack

that only unloads organic liquids (i.e., no organic liquids are loaded at the transfer rack) listed in Section2.2

C, above, the Permittee shall keep documentation that verifies thateach storage tank and transfer rackis not

required to be controlled pursuant to Sections 40 CFR §63.2346(a) and (b). The Permittee shallbe deened

in noncompliancewith 15A NCAC02D .1111, if these records are notmaintained. [40 CFR §63.2343(a)]

The documentation shall be kept up-to-date (i.e., all such emission sources at a facility are identified in the

documentationregardless of when the documentation was last compiled) andshall be in a form suitable and

readily available forexpeditious inspectionandreviewaccording to 40 CFR §63.10(b)(1), including records
stored in electronic formin a separate location. The documentation may consistof identification of the tanks
and transfer racks identified in 40 CFR §63.2338(a) on a plant site plan or process and instrumentation
diagram (P&ID). The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111, if these

records are notmaintained or the requirements of this Section2.2.C.1.d. are not met. [40 CFR 863.2343(a)]

For each storage tank subject to 40 CFR Part 63, Subpart EEEE, having a capacity of 18.9 cubic meters

(5,000 gallons) ormore that is not subject to control based on the criteria specified in items 1 through 6 of

Table 2 of 40 CFR Part 63, Subpart EEEE, the Permittee shall comply with the requirements specified in

Sections 2.2 C.1.e.i throughiii, as applicable. [40 CFR §63.2343(b)]

i. Asrequired under40CFR 63.2343(b)(1), the Permittee submitteda Notification of Compliance Status
and a first Compliance report on June 7,2006. Existing storagetanks consolidated with similar sources
in Permit 02218T36 in Section 2.2 C. above have met the Notification of Compliance Status
requirements.

ii. ThePermittee shall submit a subsequent Compliancereport accordingtotheschedule in Section40 CFR

863.2386(b) whenever any of the events in Section 40 CFR 863.2343(d) occur, as applicable. The
subsequent Compliance reports shall contain the informationin paragraphs 40 CFR §63.2386(c)(1), (2),
(3) and, as applicable, in paragraphs 40 CFR §63.2386(d)(3) and (4).
If the Permittee is already submitting a subsequent Compliance report under Section 40 CFR
863.2386(d), the Permittee does not need to submit a separate subsequent Compliance report for each
storagetank thatmeets the conditions identified in Section 40 CFR §63.2343(b) (i.e., a single subsequent
Compliance report should be submitted for the storage tanks).

iii. Foreach storagetankthat meets the conditions identified in Section 40 CFR §63.2343(b), the Permittee
shall keep documentation, including a record of the annual average true vapor pressure of the total
organic HAP (as listed in Table 1 of 40 CFR Part 63, Subpart EEEE) in the stored organic liquid, that
verifies the storage tank is not required to be controlled under 40 CFR Part 63, Subpart EEEE. The
documentation shall be kept up-to-date and be in a formsuitable and readily available for expeditious
inspection and review accordingto 40 CFR 863.10(b)(1), including records stored in electronic formin
a separate location. The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if
these records are notkept.

iv. Beginning no later than the compliance dates specified in 863.2342(e), the requirements specified in
paragraphs (e)(i) through (iii) of this Section 2.2.C.1.e. above shallapply to thefollowing storage tanks:
i. Storagetanksatan existing affected source subject to this Subpart having a capacity of 18.9 cubic

meters (5,000 gallons) or more that are notsubjectto control based on the criteria in Table 2b to this
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Subpart, Items 1through 3.

ii. Storagetanksata reconstructed or new affectedsource subject to this Subpart having a capacity of
18.9 cubic meters (5,000 gallons) or more that are not subject to control based on the criteria in
Table 2 to this Subpart, Items 3through6.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if the requirements of this

Section 2.2.C.1.e. are not met.

For each transfer rack subjectto 40 CFR Part 63, Subpart EEEE that loads organic liquids but is not subject

to controlbased onthe criteria specified in items 7through 10 of Table 2 of 40 CFR Part 63, Subpart EEEE,

the Permittee shall comply with the requirements of Sections 2.2 C.1.f.i throughiii, as applicable. [40 CFR

§63 2343(c)]

As required under 40 CFR 63.2343(c)(1), the Permittee submitted a Notification of Compliance Status
and a first Compliance report onJune 7,2006. Existing transfer racks consolidated with similar sources
in Permit 02218T36 in Section 2.2 C. above have met the Notification of Compliance Status
requirements.

ii. The Permittee shall submit a subsequent Compliancereport accordingtotheschedule in Section40 CFR

863.2386(b) whenever any of the events in Section 40 CFR 863.2343(d) occur, as applicable. The
subsequent Compliance reports shall contain the information in paragraphs 40 CFR 863.2386(c)(1), (2),
(3) and, as applicable, in paragraphs 40 CFR §63.2386(d)(3) and (4).
If the Permittee is already submitting a subsequent Compliance report under Section 40 CFR
§63.2386(d), the Permittee does not need to submit a separate subsequent Compliance report for each
transfer rack that meets the conditions identified in Section40 CFR §63.2343(c) (i.e., a single subsequent
Compliance report should be submitted for the transfer racks).

iii. Foreach transfer rack thatmeets the conditions identified in Section 40 CFR §63.2343(c), the Permittee
shall keep documentation, including the records specified in Section 40 CFR 863.2390(d) that verifies
the transfer rack is not required to be controlled under 40 CFR Part 63, Subpart EEEE. The
documentation shall be kept up-to-date and be in a formsuitable and readily available for expeditious
inspection and review accordingto 40 CFR §63.10(b)(1), including records stored in electronic formin
a separate location. The Permittee shall be deemed in noncompliance with 15A NCAC 02D .1111 if
these records are notkept.

If one or more of the events identified in Section 2.2 C.1.g.i through iv occur since the filing of the

Notification of Compliance Status or the last Compliance report, the Permittee shall submit a subsequent

Compliance report as specified in paragraphs 40 CFR §63.2343(b)(2) and (c)(2). [40 CFR §63.2343(d)]

i. Any storage tank or transfer rack became subject to controlunder 40 CFR Part 63, Subpart EEEE; or

ii. Any storage tankequalto orgreaterthan 18.9 cubic meters (5,000 gallons) became part of the affected
source but is not subject to any ofthe emission limitations, operating limits, or work practice standards
of 40 CFR Part 63, Subpart EEEE; or

iii. Any transferrack (except thoseracks at which only unloading of organic liquids occurs) became part of
the affected source; or

iv. Any ofthe information required in 40 CFR 863.2386(c)(1) through (3) has changed.

The Permittee shall submit a summary report of the recordkeeping activities postmarked or delivered onor

before January 30 of each calendar year for the preceding six-month period between July and December and

July 30 of each calendar year for the preceding six-month period between January and June. Allinstances of

deviations fromthe requirements of this permit must be clearly identified.

D. Hickory Plant Coating Line No. 5 (1D No. ES-33-5-01) and Associated Carbon Adsorption

System (ID No. CD-33-6-10) or Regenerative Thermal Oxidizer (1D No. CD-33-56-RTO)
Hickory Plant Coating Line No. 5 Flexographic Printer (ID No. ES-33-5-FP)

Hickory Plant Coating Line No. 8 (ID No. ES-33-8-02) and Associated Nitrogen Inert Solvent
Recovery System (1D No. CD-33-8-10) or Carbon Adsorption Systems (ID No. CD-33-6-10)

Hickory Plant Coating Line No. 8 (1D No. ES-33-8-04) and Associated Carbon Adsorption
Systems (1D No. CD-33-6-10)
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Hickory Plant Coating Line No. 9 (1D No. ES-33-09-02)

Hickory Plant Pilot Coater No. 1 (1D No. ES-33-0-01)

Pilot-scale Research and Development Calender (ID No. ES-PD1-CAL1)
Hickory Plant Adhesive Coating Line No. 10 (1D No. ES-33-COAT10)

Highland Plant Coating Line (ID No. ES-36-CL-1) and Associated Regenerative Thermal
Oxidizer (1D No. CD-36-RTO-1)

1. 15ANCAC 02D .0524: NEW SOURCE PERFORMANCE STANDARDS [NSPS SUBPARTRR]

a. For the sources listed in Section 2.2 D above, the Permittee shall comply with all applicable provisions,
including the notification, testing, reporting, recordkeeping, and monitoring requirements contained in
Environmental Management Commission Standard 15A NCAC 02D .0524 "New Source Performance
Standards (NSPS)” as promulgated in 40 CFR Part 60 Subpart RR, “Standards of Performance for Pressure
Sensitive Tape and Label Surface Coating Operations,” including Subpart A, “General Provisions.” [15A
NCAC 02D .0524]

Limits/Standards [40 CFR 60.440(b)]

b. Toavoid applicability to theemission limits in 40 CFR 60.442(a) of NSPS Subpart RR, as requested by the
Permittee, VOC as applied in coatings to the coaters forsources listed in Section 2.2 D above shall be less
than 45 Mg (50 tons) per 12 month period, calculated each month for the previous twelve (12) months.
Otherwise, if Sources listed in Section 2.2 D. above exceed 45 Mg (50 tons) per 12 month period, calculated
each month forthe previous twelve (12) months, they are subject to the requirements of all otherapplicable
sections of NSPS Subpart RR.

c. If the amount of VOC input exceeds 45 Mg (50 tons) per 12 month period, the coating line shall become
subject to the emission limits in 40 CFR 60.442(a), and on and after the date on which the performance test
required by 40 CFR 60.8 has beencompleted, the Permittee shall:

i. cause the discharge into the atmosphere froman affected facility not more than 0.20 kg VOC/kg of
coating solids applied as calculated on a weighted average basis for one calendar month; or

ii. demonstrateforeach affected facility a 90 percent overall VOC emission reductionas calculated over a
calendar month; or

iii. demonstrate the percent overall VOC emission reduction specified in 40 CFR 60.443(b) as calculated
overacalendar month.

Compliance [40 CFR 60.443]

d. Todetermine compliance with 40 CFR 60.442, the Permittee shall calculate a weighted average of the mass
ofsolventused per mass of coatingsolids applied fora one calendar month period according to the following
procedures:

i. Determine the weight fraction of organics and the weight fraction of solids of each coating applied by
using Reference Method 24 or by the coating manufacturer’s formulations data.

ii. Compute the weightedaverageby theequationfound in 40 CFR 60.443(a)(2).

iii. For each affected facility where the calculated weighted average mass (kg) of VOC per mass (kg) of
coating solids applied each calendar month (G) is less than orequalto 0.20 kg VOC per kg of coating
solids applied, theaffected facility is in compliance with 40 CFR 60.442(a)(1). If G is greaterthan 0.20
kg VOC perkg of coating solids applied, compliance must be documented with 40 CFR 60.442(a)(2).

e. Todetermine compliance with 40 CFR 60.442(a)(2), the Permittee shall calculate the required overall VOC
emission reduction (Rq) according totheequation foundin 40 CFR 60.443(b). If Rq less than orequalto 90
percent, thenthe required overall VOC emission reduction is Rq. If Rq is greaterthan 90 percent, thenthe
required overall VOC emission reductionis 90 percent.

f.  Where compliancewith the emission limits specified in 40 CFR 60.442(a)(2) is achievedthroughthe useof
asolventrecovery system, the Permittee shall determine the overall VOC emission reduction fora one month
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period (R) by the equation specified in 40 CFR 60.443(c). IftheR valueis equalto orgreaterthan the Rq
value as specified in Section 2.2 D.1.e. above, thencompliance with 40 CFR 60.442(a)(2) is demonstrated.

g. Where compliancewith the emission limits specified in 40 CFR 60.442(a)(2) is achievedthroughthe useof
a solvent destruction device, the Permittee shall determine calendar monthly compliance by comparing the
Rq value as specified in Section 2.2. D.1.e. above to the overall VOC emission reduction demonstrated in
the most recent performance test that complied with 40 CFR 60.442(a)(2). If the Rq value is less than or
equalto the overall VOC reduction of themostrecent performance test, theaffected facility is in compliance
with 40 CFR 60.442(a)(2).

h.  Where compliance with 40 CFR 60.442(a)(2) is achieved through the use of a solvent destruction device, the
Permittee shall continuously record the destruction device combustion temperature during coating operations
forthermal incineration destructions devices. Forthermalincineration destruction devices the Permittee shall
record all 3-hour periods (during actual coating operations) during which the average temperature of the
device is more than 28°C (50°F) below the average temperature of the device during the most recent
performance test complying with 40 CFR 60.442(a)(2). Due to the process of auto-therming, the RTO
operating temperature was established as 1500 °F, with 1450 °F being the compliance temperature, above
which all three-hour average temperature must remain. The Permittee can reestablish the minimum
temperature set point upon retesting and update the permit operating limits as a minor modification in
accordancewith 15A NCAC 02Q .0515. The permittee may operate within 10% ofthe current temperature
setpoint duringtesting toreset the operating limits as long as the emission limit is maintained during testing.

i. Aftertheinitial performance test required for all affected facilities under 40 CFR 60.8, compliance with VOC
emission limitation and percentage reduction requirements under 40 CFR 60.442 is based on the average
emission reduction for one calendar month. A separate compliance test is completed at the end of each
calendar month after the initial performance test, and a new calendar month’s average VOC emission
reductionis calculated to show compliance with the standard.

j. Ifacommon emission control deviceis usedto recover solvent froman existing facility (or facilities) as well
as from an affected facility (or facilities), the overall VOC emission reduction for the affected facility (or
facilities), for the purpose of compliance, shall be determined as specified in 40 CFR 63.443(h).

k. If acommon emission control device(s) is usedto destruct solvent froman existing facility (or facilities) as
well as from an affected facility (or facilities), the overall VOC emission reduction for the affected facility
(or facilities), for the purpose of compliance, shall be determined as specified in 40 CFR 63.443(i).

I.  Emissions fromstartups and shutdowns are to be included whendetermining if the standard specified at 40
CFR 60.442(a)(2) is being attained.

m. The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0524 if the requirements of the
Sections 2.2.D.1.d. throughl. above are notmet.

Performance Tests — [40 CFR 60.444]
n. The performancetestforaffected facilities complying with 40 CFR 60.442 without the use of add -on controls
shallbe identical to the procedures specified in Section2.2D.1.d..
0. The performance test for affected facilities controlled by a solvent recovery device shall be conducted as
follows:
i. Theperformance test shallbe a one calendar monthtestand notthe average of three runs as specified in
40 CFR 60.8(f).
ii. Theweightedaveragemass of VOC permass of coatingsolids applied fora one calendar month period
shallbe determined as specified in 40 CFR 60.443(a) (1) and (2).
iii. Calculate the required percentoverall VOC emission reduction as specified in 40 CFR 60.443(b).
iv. Inventory VOCusage and VOC recovery foraone calendar monthperiod.
v. Determine the percentoverall VOC emission reduction (R) as specified in 40 CFR 60.443(c).
vi. Foreach affected facility where the value of R is greaterthan orequalto the value of Rq calculated in
40 CFR 60.443(b), compliance with 60.442(a)(2) is demonstrated. Where the value of R is not greater
than orequalto the value of Rq calculated in 60.443(c), the Permittee shall be deemed in non-compliance
with 15A NCAC 02D.0524.
p. The performance test foraffected facilities controlled by a solvent destruction device shall be conducted as
follows:
i. Theperformance ofthe solventdestructiondevice shall be determined by averaging the results of three
testrunsas specified in 40 CFR 60.8(f).
ii. Determine for each affected facility prior to each test run the weighted average mass of VOC per mass
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of coating solids applied being used at the facility. The weighted average shall be determined as
specified in 40 CFR 60.443(a). In this application the quantities of Woi, Wsi, and Mci shall be
determined for the time period of each test run and not a calendar month as specified in 40 CFR 60.441.

iii. Calculate the required percentoverall VOC emission reduction as specified in 40 CFR 60.443(b).

iv. Determine the percent overall VOC emission reduction (R) of the solvent destruction device with
equationand procedures in 40 CFR 60.444(c)(4).

v. Foreach affected facility where the value of R is greaterthan orequalto the value of Rq calculated in
40 CFR 60.443(b), compliance with 40 CFR 60.442(a)(2) is demonstrated. Where the value of Ris not
greaterthan orequalto the value of Rq calculated in 40 CFR 60.443(b), the Permittee shallbe deemed
in non-compliancewith 15A NCAC 02D.0524.

Monitoring and Recordkeeping — [40 CFR 60.445]

To assure that the VOC content of coatings applied is less than 45 Mg (50 tons) per 12 month period as
specified in Section 2.2D.1.b. above, the Permittee shall maintain a calendar monthrecord of the amount of
VOC applied in the coating [40 CFR 60.445(d)].

The Permittee shall maintain a calendar monthrecord ofall coatings used and the results of the reference test
method specifiedin 40 CFR 60.446(a) or the manufacturer’s formulation dataused for determining the VOC
content of those coatings.

If the Permittee elects to document compliance with the options listed in 40 CFR 60.442(a)(2) using a solvent
destruction device, the Permitee shall maintain a calendar month record of the amount of solvent applied in
the coating at each affected facility.

If the Permittee elects to document compliance with the options listed in 40 CFR 60.442(a)(2) using a solvent
destruction device, the Permittee shall install, calibrate, maintain, and operate a monitoring device for
indicating the cumulative amount of solvent recovered by the device over a calendar month period. The
monitoring device shall be accurate within +2.0 percent. The owner or operator shall maintain a calendar
month record ofthe amount of solventrecovered by the device.

If the Permittee elects to documentcompliance with the options listed in 40 CFR 60.442(a)(2) using a thermal
incineration solvent destruction device, the Permittee shall install, calibrate, maintain, and operate a
monitoring device which continuously indicates and records the temperature of the solvent destruction
device's exhaust gases. The monitoring device shallhave an accuracy of the greater of £0.75 percent of the
temperature being measured expressed in degrees Celsius or +2.5°C.

If the Permittee elects to document compliance with the options listed in 40 CFR 60.442(a)(2) using a solvent
destruction device which uses a hood or enclosure to capture fugitive VOC emissions, the Permittee shall
install, calibrate, maintain, and operate a monitoring device which continuously indicates that the hood or
enclosure is operating. No continuous monitor shall be required if the Permittee can demonstrate that the
hood or enclosure systemis interlocked with the affected facility’s oven recirculation air system. This
monitoring and recordkeeping is not required for adhering to the compliance option listed in 40 CFR
60.442(a)(1).

The records of measurements required in 40 CFR 60.443 and 40 CFR 60.445 shall be maintained in a logbook
(written or electronic form) on site and made available to an authorized representative upon request. The
Permittee shall maintain copies ofthe records forat least two years following thedate o fthe measurements,
per40 CFR 60.445(h).

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0524.if the Permittee fails to perform
all applicable requirements found in Sections 2.2.D.1.q. throughw. above.

Test Methods and Procedures — [40 CFR 60.446]

The VOC content per unit of coating solids applied and compliance with 60.442(a)(1) shall be determined
by either Reference Method 24 and the equation specified in 60.443 or by the manufacturer’s formulation
data. Inthe eventofany inconsistency between Reference Method 24 and manufacturer’s formulation data,
the Reference Method 24 testwillgovern. The Administrator may require the Permittee to performReference
Method 24 tests duringsuchmonths as he deems appropriate. For Reference Method 24, the coating sanple
must be a one-liter sample taken into a one-liter container at a point where the sample will be representative
of the coating applied to the web substrate.

If the Permittee elects to document compliance with the options listed in 40 CFR 60.442(a)(2), Reference
Method 25shall be usedto determine the VOC concentration, in parts per million by volume, of each effluent
gas streamenteringandexiting the solvent destructiondevice or its equivalent, and each effluent gas stream
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ad.

bb.

bb.

CC.

emitted directly to theatmosphere. Reference Methods 1,2, 3 and 4shallbe usedto determine thesampling
location, volumetric flowrate, molecular weight, and moisture of all sampled gas streams. For Reference
Method 25, the sampling time for each of the three runs must be at least 1 hour. The minimum sampling
volume must be 0.003 dscmexcept that shorter sampling times or smaller volumes, when necessitated by
process variable or other factors, may be approved by the Administrator. This testing is not required for
adhering to the compliance option listed in 40 CFR 60.442(a)(1).

If the Permittee can demonstrate to the Administrator’s satisfaction that testing ofrepresentative stacks yields
results comparable to those thatwould be obtained by testing all stacks the Administrator will approvetesting
of representative stacks on a case-by-case basis.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0524.if the Permittee fails to perform
all applicable requirements found in Sections 2.2.D.1.y. throughaa. above.

Reporting — [15A NCAC 02Q .0508(f) and 40 CFR 60.447]

As specified in 40 CFR 60.447, the Permittee shall report the following:

i. Forall affected facilities subjectto compliance with 40 CFR 60.442, the performance test data and results
from the performance test shall be submitted to the administrator as specified in 40 CFR 60.8(a) of the
General Provisions (40 CFR 60, Subpart A).

ii. Following the initial performance test, the Permittee shall submit quarterly reportsto the Administrator
of exceedances ofthe VOC emission limits specified in 40 CFR 60.442. If no such exceedances occur
during a particular quarter, a report stating this shall be submitted to the Administrator semi-annually as
specified in cc. below.

iii. If the Permittee elects to document compliance with the options listed in 40 CFR 60.442(a)(2), the
Permittee shall also submit reports at the frequency specified in 40 CFR 60.7(c) when the incinerator
temperature drops as defined in 40 CFR 60.443(e). If no such periods occur, the Permittee shall state
this in the report. This reporting is not required for adhering to the compliance option listed in 40 CFR
60.442(a)(1).

The Permittee shall submit a summary report of the monitoringand recordkeeping activities on or before

January 30 oreach calendaryear for the preceding six-month period between July and Decemberand July

30 of each calendar year for the preceding six-month period between January and June. Allinstances of

deviations fromthe requirements of this permit must be clearly identified.
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2.3- Actuals PAL Permit for VOC

a. Thefollowing Actuals Plantwide Applicability Limitations (Actuals PAL) shallnot be exceeded:

Actuals Plantwide Applicability Limitations

PAL Pollutant VOC

Actuals PAL 865 tons perrolling 12-months
Effective Date XX

Expiration Date XX

Hickory Plant Solvent-Based Coating Lines 5and 8
ID Nos. ES-33-5-01, ES-33-8-02, and ES-33-8-04

Hickory PlantRaw Material Storage Tanks and Mixers
ID Nos. ES-33-1-01and ES-33-52

Bulk Resin Systemincluding Mixing Tank
ID No. ES-33-RS

Mixing Tanks
ID No. ES-33-SPC-MT1

Carbon Adsorption Systems
ID Nos. CD-33-6-10and CD-33-8-10

Hickory PlantRaw Material Storage Tanks
ID Nos. ES-33-2-45ST and ES-33-2-43

Liquid Material Storage Tanks
ID No. ES-33ST-1

PAL Emissions Units | Toluene Transfer Racks
ID No. ES-33-TST-TR1

Solvent-based Resin Transfer Racks
ID No. ES-33-SBPRT-TR1

Fill Ports
ID Nos. ES-33-SBPRT-TR3 and ES-33-SBPRT-TR4

Hickory Plant Water-based Coating Lines
ID Nos. ES-33-6-02, ES-33-07-02, and ES-33-09-02

Hickory Plant Pilot Coaters
ID Nos. ES-33-0-01 and IES-33-PC-2

Hickory Plant Coating Line 5 (Specialty Chemicals)
ID No. ES-33-5-01

Pilot-scale Research and Development Calender
ID No. ES-PD1-CAL1

Hickory Plant Adhesive Coater
ID Nos. ES-33-COAT10, IES-33-DRUMUNLOAD, and IES-33-ADMIX




Air Quality Permit No. 02218T37

Page 38

Actuals Plantwide Applicability Limitations

Hickory Plant Raw Material Storage Tanks and Mixers (Specialty Chemicals)
ID Nos. ES-33-1-01, ES-33-2-45ST, and ES-33-52

Hickory Plant Water-based Storage Tanks
ID Nos. IES-33-IT-WBand IES-27-WB1

Hickory Plant Other Storage Tanks
ID Nos. ES-33-PRT-TR1, ES-ST-25, IES-POTank, and IES-33TG016(55)

Rubber Grinding and Conveying Operations
ID Nos. ES-33-15-02, I1S-PD1-EX1

Boilers and Other Combustion Sources

ID Nos. ES-33-BLR-B3, ES-33-BLR-B4, ES-33-BLR-B5, ES-33-BLR-TEMP, ES-
BLR-B1, ES-33-5-01, ES-33-6-02, ES-33-07-02, ES-33-09-02, ES-36-CL-1, IES-R&D-
Gen, ES-GEN1, ES-GEN2, CD-33-56-RTO and CD-36-RTO-1

Highland Plant Coating Line
ID Nos. ES-36-CL-1 and CD-36-RTO-1

Highland Plant Storage Tanks
ID Nos. IES-36-I1T-1, IES-36-WBST1

Highland Plant Other Storage Tanks
ID Nos. IES-36-POST-1and IES-36-MRT-1

FlexographicPrinters
ID No. ES-33-5-FP

Mixing Area Parts Washers
ID No. ES-33-2-49

Bulk Flake Resin Melter
ID No. IES-36-BM 1

Resin Pre-melter
ID No. IES-36-BM?2

Fragrance Application Equipment
ID No. I-FAE

Other Sources

Maintenance AreaParts Washers
ID Nos. ES-33-MSPW1, ES-27-MSPW1, ES-36-MSPW1, and ES-F-PW 1

Groundwater Remediation System
ID No. IES-33-GR

Spray Booth
ID No. ES-33-RDSB
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Actuals Plantwide Applicability Limitations

General Plant Cleaning
ID No. ES-GPC

R&D Printers and Miscelleneous R&D Emissions
ID Nos. ES-R&DPRN1 and ES-R&DPRN2

PetroleumHydrocarbon Storage Tank
ID No. ES-36-TK-PET

The Permittee may make modifications or additions to the PAL emissions units in Section 2.3 a. above,
without requiring a modification to the PAL provisions of this permit if the emissions fromthe modified or
additional emissions units will be calculated according to themonitoring methods specified in Section 2.3].
through n. below and the actual plantwide VOC emissions will remain less than 865 tons per rolling 12
months.

If the Permittee applies to renew the PAL permit in accordance with §51.166(w)(10) beforetheend of the PAL
effective period in Section 2.3 a. above, then the PAL permit shall not expire at the end of the PAL effective
period. Itshallremain in effect untila revised PAL permit is issued by the DAQ. [§51.166(w)(7)(iii)]

Once the PAL permit expires, the Permittee is subject to the requirements in §51.166(w)(9). UponPAL pemit
expiration, the DAQ shall decide whether and how the PA L allowable emissionswill be distributed and issuea
revised permit incorporating allowable limits foreach PAL emissions unit, as the DAQ determines is appropriate.
The DAQwill retainthe ultimate discretion to decide whether and how the allowable emissions will be allocated.
[851.166(W)(7)(V)]

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this testing indicate that the VOC emissions on a 12-month rolling basis have exceeded the
actualPALin Section 2.3 a. above, the Permittee shallbe deemed in noncompliance with 15A NCAC 02D
.0530.

The Permittee shall revalidate the emission factors and any other data used in Section 2.3 . through n. below
for calculations of VOC emissions through performance testing or other scientifically valid means approved
by the DAQ. The Permittee shall performsuch revalidation once every five years after the issuance of the
PAL permit, in accordance with General Condition JJ. If the Permittee does not performthis revalidation,
the Permittee shall be deemed in noncompliance with 15A NCAC 02D .0530. If any emission factors
included in Section 2.3 are revised, the applicable provision ofthe PAL permit may be modified througha
modification to the permit to reflect theresults of a revalidation. The Permittee shall not rely on the updated
emission factors until they are approved by DAQ and incorporated into the permit. [§51.166(w)(12)(iX)]

Monitoring/Recordkeeping [15A NCAC 02Q .0508(f)]

The Permittee shall record rubber throughput on a monthly basis for the grinding and conveying PAL
emissions unit. The Permitteeshall be deemed in noncompliance with 15A NCAC 02D .0530 if these records
are not maintained.

The Permittee shall keep monthly records in a logbook (written or electronic format) of theamounts of natural
gas and propane burned in the boilers, drying ovens, and RTOs. The Permittee shall be deemed in
noncompliance with 15A NCAC 02D .0530 if the amounts of fuels burned in the boilers, drying ovens, and
RTOs are not monitored.

The Permittee shall keep monthly records in a logbook (written or electronic format) of hours of operation
foreach emergency generator. The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0530
if these records are not maintained.

The Permittee shall include in emissions calculations for compliance purposes, emissions from startups,
shutdowns, and malfunctions in Section 2.3.j. through n. below. [851.166(w)(7)(iv)]
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j. Formass balance calculations forany PALemissions unit, utilizing coating or solvents, the Permittee shall
provide ademonstrated means of validating the published content of VOC that is contained in or created by
all materials usedin orat the PAL emissions units. The Permittee shallassume that the VOC contentis either
100 percent or obtain from the vendor of the material a certificate of analysis confirming the VOC content
included in the material safety datasheet (MSDS) or use formulation data. If the vendor of the material
providesarange of VOC content for such material, the Permittee shall use the highestvalue ofthe range to
calculate the VOC emissions unless the DAQ approves the site-specific data (such as Method 24 analysis)
showingthatanothervalue in the range is more appropriate.

i. Solvent Recovery System

(A) The Permittee shall perform mass balance calculations for VOC per month after the end of each
month for the following PAL emissions units, (which are) utilizing the solvent toluene: Hickory
Plant Toluene-Based Coating Lines 5and 8, Hickory Plant Raw Material Storage Tanks and Mixers,
Bulk Resin Systemincluding Mixing Tank, Mixing Tanks, Carbon Adsorption Systems, Hickory
Plant Raw Material Storage Tanks, Toluene Transfer Racks, Solvent-based Resin Transfer Racks,
Fill Ports, and Mixing Area Parts Washers.

VOC emissions permonthshall be determined as per the following equation:

VOC, tons/month=toluene addedto theinventoryand tolueneremoved fromthe inventory, both
for the month +tolueneinventory at the beginning of month -toluene inventory at theend of
month

(B) Remaining VOC emissions (VOC containing raw materials other than toluene) from the PAL
emissions units in Section 2.3j. i. (A) above, shall be calculated utilizing the following MACT
calculations methodology, as included in Section2.2B.1. above.

The Permittee shallmonitor the usage rates and VOC concentration of each material used in Hickory
Plant Toluene-Based Coating Lines 5 and 8. VOC emissions shall be determined by multiplying
the totalamount of each type of VOC containing material consumed during the month, by the VOC
content of each material.

ii. OtherCoating Lines and Associated Tanks

(A) The Permittee shall performmass balance calculations for VOC per month after the end of each
month for the following PAL emissions units: Hickory Plant Water-based Coating Lines, Hickory
Plant Pilot Coaters, Hickory Plant Coating Lines 5 and 6 (Specialty Chemicals), Hickory Plant
Adhesive Coating Line No. 10, Hickory Plant Raw Material Storage Tanks and Mixers (Specialty
Chemicals), Liquid Material Storage Tanks, Hickory Plant Water-based Storage Tanks, Hickory
Plant Other Storage Tanks, Highland Plant Coating Line, Highland Plant Storage Tanks, Highland
Plant Other Storage Tanks, Flexographic Printers, Bulk Flake Resin Melter, Resin Pre-melter, and
Fragrance Application Equipment.

(1) VOC emissions fromthe PALemissions units excluding Hickory Plant Pilot Coaters in Section
2.3j. ii. (A)above shall be calculated utilizing the following MACT calculations methodology,
asincluded in Section2.2B.1. above.

The Permittee shall monitor the usage rates and VOC concentration of each material used in
Hickory Plant Toluene-Based Coating Lines 5and 6 (Specialty Chemicals), and Highland Plant
Coating Line. VOC emissions shall be determined by multiplying the totalamount of eachtype
of VOC containing material consumed duringthe month, by the VOC content of each material.

The Permittee shallapply a control efficiency of RTO based upon the mostrecent performance
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test in Section 2.2 D.1.i. above for VOC emissions from Hickory Plant Coating Lines 5
(specialty chemicals) if all 3-hour periods of the month during which the average temperature
of the RTO is greater or equal to the minimum temperature set point of the RTO during the
above performance test. The Permittee shall apply a control efficiency of 0 percent for VOC
for the RTO if any 3-hour period of the month during which the average temperature of the
RTO is less than the minimum temperature of the RTO, during the most recent performance
testin Section 2.2D.1.i.. above.

If the Permittee chooses to control VOC emissions fromthe Highland Plant Coating Line, the
Permittee shall apply a control efficiency of 90 percent for VOC for the RTO if all 3-hour
periods of the month during which the average temperature of the RTO is greater or equal to
the minimum temperature of the RTO during the most recent performance test in Section 22
D.1.h.above, orthePermittee shallapply a control efficiency of 0 percent for VOC for the RTO
if any 3-hourperiod of the month duringwhichtheaverage temperatureofthe RTO is less than
the minimum temperature of the RTO during the most recent performance test in Section 22
D.1h. above.

(2) For Hickory Plant Pilot Coaters, Pilot Calenders, and Adhesive Coater in Section 2.3j. ii. (A)
above, the Permittee shall monitor the usage rates and VOC concentration of each material used
in these coaters and calenders. VOC emissions shall be determined by multiplying the total
amount of each type of VOC containing material consumed during the month, by the VOC
content of each material.

The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0530 if the Permittee does not
comply with the requirements of Section2.3]j.

[851.166(w)(7)(vi) and §51.166(w)(L2)(iii)]

The Permittee shall calculate VOC emissions per monthafter the end of each month for rubber grinding and
conveyingandthe pilot-scale extruder as follows:

VOC, tons/month=ZX[rubber throughput, Ib x emission factor, Ib/lb rubber processed]/ 2000
Where, emissionfactor= 4.44 x 10 Ib/lb rubber processed
[851.166(w)(7)(vi) and §851.166(w)(12)(vi)]

The Permittee shall calculate VOC emissions per month at the end of each monthforboilers, drying ovens,
emergency generators,and RTOs, as follows:

VOC, tons/month=" X [{5.5 Ib/10°scfx A scf/month} +{1.0 Ib/10° gallon x B gallon/month} + {0.00132
Ib/hp-hrx C hp-hr/month}]/[2000 Ibs/ton]

Where,
A = natural gas usagein standard cubic feet per month in boiler, drying ovenor RTO.

B= propaneusage in gallon permonthin boiler ordrying oven.
C = energy outputin hp-hrper month for natural gas/propane-fired emergency generator.

[851.166(w)(7)(vi) and §51.166(w)(12)(vi)]

The Permittee shall calculate VOC emissions per month after the end of each month for other listed sources
as follows:

emission rate 0f0.25 ton/month for Maintenance AreaParts Washers
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emission rate 0f 0.088 ton/month for Groundwater Remediation System

emission rate of 0.50 ton/month for Spray Booth

emission rate of 1.0 ton/month for General Plant Cleaning

emission rate of 0.50 ton/month for R&D Printers and Miscelleneous R&D Emissions
emission rate of0.025 ton/month for PetroleumHydrocarbon Storage Tank

emission rate of 0.25 ton/month for Liquid Material Storage Tanks

emission rate of 2.0E-04 ton/month per DrumUnloading Station

emission rate of 5.0E-04 ton/month per Adhesive Mixing Tank

[851.166(w)(7)(vi) and §51.166(w)(12)(vi)]

If the Permittee is not able to utilize the monitoring methods (i.e., prescribed mass balance or default
emissions rates, as applicable) in Sections 2.3.j.ii.(A) or m. above for determining VOC emissions for
emissions units, orifthe emissions can be determined for emissions units using mass balance, the Permittee
may use the following alternative emission calculation method:

Material X Material X (1-Capture and Control Eff) = VOC, tons/month
Usage VOC Content

In using this alternative method, the Permittee shall report the use of this method in the semi-annual report
for the period in which the method was relied upon.

[851.166(w)(7)(vi) and §51.166(w)(12)(iii)]

The Permittee shall record and report maximum potential emissions without considering enforceable
emission limitations or operational restrictions fora PALemissions unit during any period of time that there
is no monitoring data, unless another method for determining emissions during such periods is specified in
the PAL permit. Notwithstanding the foregoing, the Permittee may consider actual production or operating
data in determining its emissions for such a period if the Permittee has written records of such dataand if the
data are substantially the same as orsimilar in form or content to the monitoring data required by the PAL
permit. The Permittee shallbe deemed in noncompliance with 15A NCAC 02D .0530 if the Permittee does
not comply with the requirements of Section 2.3 0. [§51.166(w)(12)(vii)]
The Permittee shall determine facility wide VOC emissions per month using the emissions calculations in
Section 2.3 j. throughn.above. Calculations and the totalamount of facility wide VOC emissions shall be
recorded monthly in a logbook (written or electronic format). The Permittee shall be deemed in
noncompliance with 15A NCAC 02D .0530 if the 12-month rolling facility wide VOC emissions exceed the
limit in Section 2.3a. above orthe facility wide VOC emissions are not recorded.
The Permittee shall retain on site a copy of all records necessary to determine compliance with any
requirement in §51.166(w) and of the PAL, including a determination of each PAL emissions unit's 12-month
rolling totalemissions, for5 years fromthe date of such record. The records may be retained in electronic
format. The Permittee shallbe deemed in noncompliance with 15A NCAC 02D .0530, if these records are
not maintained. [851.166(w)(7)(viii) and §51.166(w)(13)(i)]
The Permittee shall retain a copy ofthe following records, for the duration of the PA L effective period plus
5years:
i. Acopyofthe PALpermitapplication and any applications for revisionsto the PAL; and
ii. Each annual certification of compliance pursuant to Title V and the data relied on in certifying the
compliance. This requirement applies only to the data usedto certify compliance with the terms of the
actuals PAL permitin Section 2.3.
The records may be retained in electronic format. The Permittee shall be deemed in noncompliance with 15A
NCAC 02D .0530, if theserecords are not maintained.

[851.166(w)(7)(viil) and §51.166(w)(13)(ii)]

Reporting [15A NCAC 02Q .0508(f), and §51.166(w)(7)(ix) and §51.166(w)(14)]
The Permittee shall submit semi-annual monitoring reports and prompt deviation reports to the reviewing
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authority in accordance with the applicable Title V operating permit program. The reports shall meet the
requirements in paragraphs §51.166(w)(14)(i) through iii).

Semi-annual report. The semi-annual report shall be submitted to the Regional Air Quality Supervisor

postmarked on or before January 30 of each calendar year for the preceding six-month period between

July and December, and July 30 of each calendar year for the preceding six-month period between

January andJune. This reportshall containthe information required in paragraphs 851.166(w)(14)(i)(a)

through (g).

(A) The identification of Permittee and the permit number.

(B) Totalannualemissions (tons/year) based ona 12-monthrolling total for each monthin thereporting
period recorded pursuant to paragraph §51.166 (w)(13)(i).

(C) All datarelied upon, including, but not limited to, any Quality Assurance or Quality Control data,
in calculating the monthly andannual PAL pollutant emissions.

(D) A list of any PAL emissions units modified or added to the major stationary source during the
preceding 6-month period.

(E) Thenumber,duration,and cause ofany deviations or monitoring malfunctions (other thanthe time
associated with zero and span calibration checks), and any corrective action taken.

(F) A notification of a shutdown of any PAL permit monitoring system, whether the shutdown was
permanent or temporary, the reason for the shutdown, the anticipated date that the monitoring
systemwill be fully operational or replaced with another monitoring system, and whether the PAL
emissions unit monitored by the monitoring systemcontinued to operate, and the calculation of the
emissions ofthe pollutant or the number determined by method included in the permit, as provided
by §51.166(w)(12)(vii).

(G) Asignedstatementbytheresponsible official (as defined by the applicable Title VVoperating permit
program) certifying thetruth, accuracy, and completeness of the information provided in the report.

Deviation report. The Permittee shall promptly submit reports of any deviations or exceedance of the

PAL requirements, including periods where nomonitoring is available. A report submitted pursuant to

§70.6(a)(3)(iii)(B) of this chapter shall satisfythis reporting requirement. The deviation reports shall be

submitted within the time limits prescribed by the applicable programimplementing 870.6(a)(3)(iii)(B)

of 40 CFR. The reportsshall contain the following information:

(A) The identification of ownerand operator and the permit number;

(B) The PALrequirementthat experiencedthe deviation orthat was exceeded;

(C) Emissions resulting fromthe deviation or the exceedance; and

(D) Asignedstatementbytheresponsible official (as defined by the applicable Title VVoperating permit
program) certifying thetruth, accuracy, and completeness of the information provided in the report.

Re-validation results. The Permittee shall submit to the Regional Air Quality Supervisor the results of

any re-validationwithin threemonths after completion of such revalidation.

2.4 - Actuals PAL Permitfor GHGs

a. Thefollowing Actuals Plantwide Applicability Limitations (Actuals PAL) shallnot be exceeded:
Actuals Plantwide Applicability Limitations

PAL Pollutant GHG

Actuals PAL 114,271 in tons perrolling 12-months CO,e

Effective Date January 1, 2012

Expiration Date December 31, 2022

PAL Emissions Units

Boilers and Other Combustion Sources

ES-33-BLR-B3, ES-33-BLR-B4, ES-33-BLR-B5, ES-33-BLR-TEMP, ES-BLR-B1,
ES-33-5-01, ES-33-6-02, ES-33-07-02, ES-33-09-02, ES-36-CL-1, IES-R&D-Gen,
IES-GEN1, IES-GEN2, CD-33-56-RTO, and CD-36-RTO-1.

The Permittee may make modifications or additions to the PAL emissions units in Section 2.4.a. above,
without requiring a modification to the PAL provisions of this permit if the emissions fromthe modified or
additional emissions units will be calculated according to themonitoring methods specified in Section 2.41.
and j. below, and the plantwide actual GHG emissions will remain less than 114,271 tons per rolling 12-
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months COze.

If the Permittee applies to renew the PAL permit in accordance with §51.166(w)(10) before the end of the
PAL effective period in Section 2.4.a. above, then the PAL permit shall not expire at the end of the PAL
effective period. It shall remain in effect until a revised PAL permit is issued by the DAQ.
[851.166(w)(7)(iii)]

Once the PAL permit expires, the Permittee is subject to the requirements in §51.166(w)(9). Upon PAL
permit expiration, the DAQ shall decide whetherand howthe PAL allowable emissions will be distributed
and issuea revised permit incorporating allowable limits foreach PAL emissions unit, as the DA Q determines
is appropriate. The DAQ will retain the ultimate discretion to decide whether and how the allowable
emissions will be allocated. [851.166(w)(7)(V)]

Testing [15A NCAC 02Q .0508(f)]

If emissions testing is required, the testing shall be performed in accordance with General Condition JJ. If
the results of this testing indicate that the GHG emissions on a 12-month rolling basis have exceeded the
actualPALin Section 2.4. a. above, the Permittee shall be deemed in noncompliance with 15A NCAC 02D
.0530.

The Permittee shall revalidate the emission factors and any other data usedin Section 2.4i. and j. below for
calculations of GHG emissions through performance testing or other scientifically valid means approved by
the DAQ. The Permittee shall performsuchrevalidation once every five years after the issuance ofthe PAL
permit, in accordance with General Condition JJ. If the Permittee does not performthis revalidation, the
Permittee shall be deemed in noncompliance with 15A NCAC 02D .0530.

If any emission factorsincluded in Section 2.4 are revised, the applicable provision ofthe PAL permit may
be modified througha modification to the permit to reflect the results of a revalidation. The Permittee shall
not rely on the updated emission factors until they are approved by DAQ and incorporated into the permit.

[851.166(w)(12)(iX)]

Monitoring/Recordkeeping [15A NCAC 02Q .0508(f)]

The Permittee shall keep monthly records in a logbook (written or electronic format) of theamounts of natural
gas and propane burned in the boilers, drying ovens, and RTOs. The Permittee shall be deemed in
noncompliance with 15A NCAC 02D .0530 if the amounts of fuels burned in the boilers, drying ovens, and
RTOs are not monitored.

The Permittee shall keep monthly records in a logbook (written or electronic format) of hours of operation
foreach emergency generator. The Permittee shall be deemed in noncompliance with 15A NCAC 02D .0530
if these records are not maintained.

The Permittee shall include in emissions calculations for compliance purposes emissions from startups,
shutdowns, and malfunctions in Section 2.4.i. and j. below. [§51.166(w)(7)(iv)]

The Permittee shall calculate GHG emissions per month at the end of each month forboilers, drying ovens,
emergency generators,and RTOs, as follows:

GHG as COge, tons/month=

(= [{53.06 kg/10° Btu x A 10° Btu/month} +

{0.001 kg/10° Btu x A 10° Btu/month x25} +

{0.0001 kg/10° Btu x A 10° Btu/month x298} +

{62.87 kg/10° Btu x 0.092 x 10° Btu/gallon xB gallons/month} +
{0.003 kg/10° Btu x 0.092 x 10° Btu/gallon xB gallons/monthx25} +
{0.0006 kg/10°Btu x 0.092 x 10° Btu/gallon xB gallons/month x 298}]
X (2.205)) / 2000

Where,
A= natural gas usagein standard cubic feet per month in boiler, drying ovenor RTO.
B= propaneusage in gallon permonthin boilerordrying oven.
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[851.166(w)(7)(vi) and §851.166(w)(12)(vi)]
The Permitee will update the global warming potentials as updated by EPA.

If the Permittee chooses to utilize specialty chemicals, or any coating or solvent containing toluene, in
Hickory Coating Lines 5and 6, the Permittee shall calculate the GHG emissions per month at theend of each
month forthe PALemissions unit CD-33-56-RTO, as follows:

GHG as COg, tons/month=" Y [amount of toluene destructed, Ib x emission factor for CO, formation, b
COq,/Ib toluene destructed]

Where, emission factor for CO, formation =3.35 Ib CO,/Ib toluene destructed

The amount of solvent destructed shall be determined at the end of each month, by multiplying the total
amount of each type of specialty chemical, or coating or solvent containing toluene, consumed in Hic kory
Plant Coating Lines 5and 6 during the month, by the toluene content of the specialty chemical, or coating or
solventcontaining toluene, and applyinga control efficiency ofthe RTO. The Permitteeshallapply a control
efficiency of RTO based upon the most recent performance test in Section 2.2 D.1.i. above if all 3-hour
periods ofthe month during which the minimum temperature set point ofthe RTO s greaterorequalto the
average temperature of the RTO during the above performance test. The Permittee shall apply a control
efficiency of 0 percent for VOC for the RTO if any 3-hour period of the month during which the average
temperature ofthe RTO is less than the average temperature of the RTO, during the most recent performance
testin Section 2.2D.1.i. above.

The Permittee shall record and report maximum potential emissions without considering enforceable
emission limitations or operational restrictions fora PAL emissions unit during any period of time that there
is no monitoring data, unless another method for determining emissions during such periods is specified in
the PAL permit. Notwithstanding the foregoing, the Permittee may consider actual production or operating
data in determining its emissions for sucha period if the Permittee has written records of such dataand if the
data are substantially the same as orsimilar in form or content to the monitoring data required by the PAL
permit. The Permittee shallbe deemed in noncompliance with 15A NCAC 02D .0530 if the Permittee does
not comply with the requirements of Section 2.4 k. [§51.166(w)(12)(vii)]

The Permittee shall determine facility wide GHG emissions per month using the emissions calculations in
Section 2.4 i. and j. above. Calculations and the total amount of facility wide GHG emissions shall be
recorded monthly in a logbook (written or electronic format). The Permittee shall be deemed in
noncompliancewith 15A NCAC 02D .0530 if the 12-month rolling facility wide GHG emissions exceed the
limit in Section 2.4a. above orthe facility wide GHG emissions are not recorded.

The Permittee shall retain on site a copy of all records necessary to determine compliance with any
requirement in §51.166(w) and of the PAL, including a determination of each PAL emissions unit's 12-month
rolling totalemissions, for5 years fromthe date ofsuch record. The records may be retained in electronic
format. The Permittee shallbe deemed in noncompliance with 15A NCAC 02D .0530, if these records are
not maintained. [§51.166(w)(7)(viii) and §51.166(w)(13)(i)]

The Permittee shallretain a copy of the following records, forthe duration ofthe PAL effective period plus

5years:

i. Acopyofthe PALpermitapplication and any applications for revisionsto the PAL; and

ii. Each annual certification of compliance pursuant to Title VV and the data relied on in certifying the
compliance. This requirement applies only to the data usedto certify compliance with the terms of the
actuals PAL permitin Section 2.4.

The records may be retained in electronic format. The Permittee shall be deemed in noncompliance with 15A
NCAC 02D .0530, if theserecords are not maintained.
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[851.166(w)(7)(viii) and §51.166(w)(13)(ii)]

Reporting [15A NCAC 02Q .0508(f), and §51.166(w)(7)(iX) and §51.166(w)(14)]

0. The Permittee shall submit semi-annual monitoring reports and prompt deviationreports to the reviewing
authority in accordance with the applicable Title V operating permit program. The reports shall meet the
requirements in paragraphs §51.166(w)(14)(i) through (iii).

i. Semi-annual report. The semi-annual report shall be submitted to the Regional Air Quality Supervisor
postmarked on orbefore January 30 of each calendar year for the preceding six-month period between
July and December, and July 30 of each calendar year for the preceding six-month period between
January andJune. This reportshall containthe information required in paragraphs 851.166(w)(14)(i)(a)
through (g).

(A) The identification of Permittee and the permit number.

(B) Totalannualemissions (tons/year) based ona 12-monthrolling total foreach monthin thereporting
period recorded pursuant to paragraph 851.166 (w)(13)(i).

(C) All datarelied upon, including, but not limited to, any Quality Assurance or Quality Control data,
in calculating themonthly andannual PAL pollutant emissions.

(D) A list of any PAL emissions units modified or added to the major stationary source during the
preceding 6-month period.

(E) The number,duration,and cause of any deviations or monitoring malfunctions (otherthanthe time
associated with zero and span calibration checks), and any corrective action taken.

(F) A notification of a shutdown of any PAL permit monitoring system, whether the shutdown was
permanent or temporary, the reason for the shutdown, the anticipated date that the monitoring
systemwill be fully operational or replaced with another monitoring system, and whether the PAL
emissions unit monitored by the monitoring systemcontinued to operate, and the calculation of the
emissions of the pollutant orthe number determined by method included in the permit, as provided
by §51.166(w) (12)(vii).

(G Asignedstatementbytheresponsible official (as defined by the applicable Title VVoperating permit
program) certifying thetruth, accuracy, and completeness of the information provided in the report.

ii. Deviation report. The Permittee shall promptly submit reports of any deviations or exceedance of the
PAL requirements, including periods where nomonitoring is available. A report submitted pursuant to
§70.6(a)(3)(iii)(B) of this chapter shall satisfythis reporting requirement. The deviation reports shall be
submitted within the time limits prescribed by the applicable programimplementing §70.6(a)(3)(iii)(B)
of 40 CFR. The reports shall contain the following information:

(A) Theidentification of ownerand operator and the permit number;

(B) The PALrequirementthat experiencedthe deviation orthat was exceeded;

(C) Emissions resulting fromthe deviation orthe exceedance; and

(D) Asignedstatementbytheresponsible official (as defined by the applicable Title VVoperating permit
program) certifying thetruth, accuracy, and completeness of the information provided in the report.

iii. Re-validation results. The Permittee shall submit to the Regional Air Quality Supervisor the results of
any re-validationwithin three months after completion of such revalidation.

2.5 Permit Shield for Nonapplicable Requirements

The Permittee is shielded fromthe following nonapplicable requirements [15A NCAC 02Q .0512(a)(1)(B)].

The NSPS for VOC Liquid Storage Vessels (Including Petroleum Liquid Storage Vessels) for Which
Construction, Reconstruction, or Modification Commenced After July 23, 1984 (40 CFR 60, Subpart Kb) is not
applicable to themolten resin tank (ID No. IES-36-MRT-1) becauseit is a storage vessel with a capacity greater
than orequalto 75 m® but less than 151 m® storing a liquid with a maximum true vapor pressure less than 150
kP. [40 CFR 60.116(b)].

The NSPS for Stationary Spark Ignition Internal Combustion Engines (40 CFR 60, Subpart JJJJ) is notapplicable
to the emergency generator (ID No. IES-R&D-Gen). This standard DOES NOT apply to emergency generator
(ID No. IES-R&D-Gen) as owners and operators of stationary spark-ignition (Sl) internal combustion engine
(ICE) that commence construction after June 12, 2006, where the stationary SI ICE is manufactured [40 CFR
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60.4230(a)(4)(iii and iv)]:
1. PriortoJuly 1, 2008, forengines with amaximum engine power less than 500 HP.
2. Priorto January 1, 2009, foremergency engines with a maximum engine power greater than 19 KW (25 HP).
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SECTION 3 - GENERAL CONDITIONS (version 5.5, 08/25/2020)

This section describes terms and conditions applicable to this Title V facility.

A. General Provisions [NCGS 143-215 and 15A NCAC 02Q .0508(i)(16)]

1. Terms not otherwise defined in this permit shall have the meaning assigned to such terms as defined
in 15ANCAC 02D and 02Q.

2. Theterms, conditions, requirements, limitations, and restrictions set forth in this permit are binding
and enforceable pursuant to NCGS 143-215.114Aand 143-215.114B, including assessment of civil
and/or criminal penalties. Any unauthorized deviation from the conditions of this permit may
constitute grounds for revocation and/or enforcementaction by the DAQ.

3. This permit is not a waiver of or approval of any other Department permits that may be required for
other aspects of the facility which are not addressed in this permit.

4. This permitdoes not relieve the Permittee from liability for harm or injury to human health or welfare,
animal or plant life, or property caused by the construction or operation of this permitted facility, or
from penalties therefore, nor does it allow the Permittee to cause pollution in contravention of state
laws or rules, unless specifically authorized by an order from the North Carolina Environmental
Management Commission.

5. Except as identified as state-only requirements in this permit, all terms and conditions contained
herein shall be enforceable by the DAQ, the EPA, and citizens of the United States as defined in the
Federal Clean Air Act.

6. Any stationary source of air pollution shall not be operated, maintained, or modified without the
appropriate and valid permits issued by the DAQ, unless the source is exempted by rule. The DAQ
may issue a permit only after it receives reasonable assurance that the installation will not cause air
pollution in violation of any of the applicable requirements. A permitted installation may only be
operated, maintained, constructed, expanded, or modified in amanner that is consistent with the terms
of this permit.

B. Permit Availability [15ANCAC 02Q .0507(k) and .0508(i)(9)(B)]
The Permittee shall have available at the facility a copy of this permit and shall retain for the duration of
the permit term one complete copy of the application and any information submitted in support of the
application package. The permit and application shall be made available to an authorized representative
of Department of Environmental Quality upon request.

C. Severability Clause [15ANCAC 02Q .0508(i)(2)]
In the event of an administrative challenge to a final and binding permit in which a condition is held to be
invalid, the provisions in this permit are severable so that all requirements contained in the permit, except
those held to be invalid, shall remain valid and must be complied with.

D. Submissions [I15ANCAC 02Q .0507(e) and 02Q .0508(i)(16)]

Except as otherwise specified herein, two copies of all documents, reports, test data, monitoring data,
notifications, request for renewal, and any other information required by this permit shall be submitted to
the appropriate Regional Office. Refer to the Regional Office address on the cover page of this permit.
For continuous emissions monitoring systems (CEMS) reports, continuous opacity monitoring systems
(COMS) reports, quality assurance (QA)/quality control (QC) reports, acid rain CEM certification reports,
and NOx budget CEM certification reports, one copy shall be sent to the appropriate Regional Office and
one copy shall be sent to:

Supervisor, Stationary Source Compliance
North Carolina Division of Air Quality
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1641 Mail Service Center
Raleigh, NC 27699-1641

All submittals shall include the facility name and Facility ID number (refer to the cover page of this
permit).

E. Duty to Comply [15ANCAC 02Q .0508(i)(3)]
The Permittee shall comply with all terms, conditions, requirements, limitations and restrictions set forth
in this permit. Noncompliance with any permit condition except conditions identified as state-only
requirements constitutes a violation of the Federal Clean Air Act. Noncompliance with any permit
condition is grounds for enforcement action, for permit termination, revocation and reissuance, or
modification, or for denial of a permit renewal application.

F. Circumvention - STATE ENFORCEABLE ONLY
The facility shall be properly operated and maintained at all times in a manner that will effect an overall
reduction in air pollution. Unless otherwise specified by this permit, no emission source may be operated
without the concurrent operation of its associated air pollution control device(s) and appurtenances.

G. Permit Modifications

1. Administrative Permit Amendments [15A NCAC 02Q .0514]
The Permittee shallsubmit an application for an administrative permit amendment in accordance with
15A NCAC 02Q .0514.

2. Transfer in Ownership or Operation and Application Submittal Content [1I5A NCAC 02Q .0524 and
02Q .0505]
The Permittee shall submit an application for an ownership change in accordance with 15ANCAC
02Q.0524 and 02Q .0505.

3. Minor Permit Modifications [15ANCAC 02Q .0515]
The Permittee shall submit an application for a minor permit modification in accordance with 15A
NCAC 02Q .0515.

4. Significant Permit Modifications [15A NCAC 02Q .0516]
The Permittee shall submit an application for a significant permit modification in accordance with
15A NCAC 02Q .0516.

5. Reopening for Cause [15ANCAC 02Q .0517]
The Permittee shall submit an application for reopening for cause in accordance with 15ANCAC
02Q .0517.

H. Changes Not Requiring Permit Modifications
1. Reporting Requirements
Any of the following that would result in new or increased emissions from the emission source(s)
listed in Section 1 must be reported to the Regional Supervisor, DAQ:
a. changes in the information submitted in the application;
b. changes that modify equipment or processes; or
c. changes in the quantity or quality of materials processed.

If appropriate, modifications to the permit may then be made by the DAQ to reflect any necessary
changes in the permit conditions. In no case are any new or increased emissions allowed that will
cause a violation of the emission limitations specified herein.

2. Section 502(b)(10) Changes [15ANCAC 02Q .0523(a)]
a. "Section 502(b)(10) changes™ means changes that contravene an express permit term or
condition. Such changes do not include changes that would violate applicable requirements or
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3.

contravene federally enforceable permit terms and conditions that are monitoring (including test
methods), recordkeeping, reporting, or compliance certification requirements.
b. The Permittee may make Section 502(b)(10) changes without having the permit revised if:
i. the changes are nota modification under Title | of the Federal Clean Air Act;
ii. the changes do not cause the allowable emissions under the permit to be exceeded,;
iii. the Permittee notifies the Director and EPA with written notification at least seven days
before the change is made; and
iv. the Permittee shall attach the notice to the relevant permit.
c. The written notification shall include:
i. adescription of the change;
ii. the date on which the change will occur;
iii. any change in emissions; and
iv. any permit term or condition that is no longer applicable as a result of the change.
d. Section 502(b)(10) changes shall be made in the permit the next time that the permit is revised or
renewed, whichever comes first.
Off Permit Changes [L15ANCAC 02Q .0523(b)]
The Permittee may make changes in the operation or emissions without revising the permit if:
a. the change affects only insignificant activities and the activities remain insignificant after the
change; or
b. the change is not covered under any applicable requirement.
Emissions Trading [15ANCAC 02Q .0523(c)]
To the extent that emissions trading is allowed under 15A NCAC 02D, including subsequently
adopted maximum achievable control technology standards, emissions trading shall be allowed
without permit revision pursuant to 15A NCAC 02Q .0523(c).

I.A Reporting Reguirements for Excess Emissions and Permit Deviations [15A NCAC 02D .0535(f) and

02Q .0508(f)(2)]
“Excess Emissions” - means an emission rate that exceeds any applicable emission limitation or standard

allowed by any rule in Sections .0500,.0900, .1200, or . 1400 of Subchapter02D; or by a permit condition;
or that exceeds an emission limit established in a permit issued under 15A NCAC 02Q .0700. (Note:

Def

initions of excess emissions under 02D .1110 and 02D .1111 shall apply where defined by rule.)

“Deviations” - for the purposes of this condition, any action or condition not in accordance with the terms

and
asd

Exc

conditions of this permit including those attributable to upset conditions as well as excess emissions
efined above lasting less than four hours.

ess Emissions

1.

If asource is required to report excess emissions under NSPS (15A NCAC 02D .0524), NESHAPS
(15A NCAC 02D .1110 or .1111), or the operating permit provides for periodic (e.g., quarterly)
reporting of excess emissions, reporting shall be performed as prescribed therein.

If the source is not subject to NSPS (15A NCAC 02D .0524), NESHAPS (15ANCAC 02D .1110 or

.1111), or these rules do NOT define "excess emissions," the Permittee shall report excess emissions

in accordance with 15A NCAC 02D .0535 as follows:

a. Pursuantto 15ANCAC 02D .0535, if excess emissions last for more than four hours resulting
from a malfunction, a breakdown of process or control equipment, or any other abnormal
condition, the owner or operator shall:

i. notify the Regional Supervisor or Director of any such occurrence by 9:00 a.m. Eastern Time
of the Division's next business day of becoming aware of the occurrence and provide:
e name and location of the facility;
e nature and cause of the malfunction or breakdown;
e time when the malfunction or breakdown is first observed;
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e expected duration; and
e estimated rate of emissions;

ii. notify the Regional Supervisor or Director immediately when corrective measures have been
accomplished; and

iii. submit to the Regional Supervisor or Director within 15 days a written reportas described in
15A NCAC 02D .0535(f)(3).

Permit Deviations

3.

Pursuant to 15A NCAC 02Q .0508(f)(2), the Permittee shall report deviations from permit

requirements (terms and conditions) as follows:

a. Notify the Regional Supervisor or Director of all other deviations from permit requirements not
covered under 15A NCAC 02D .0535 quarterly. A written report to the Regional Supervisor
shall include the probable cause of such deviation and any corrective actions or preventative
actions taken. The responsible official shall certify all deviations from permit requirements.

I.B Other Requirements under 15A NCAC 02D .0535

The Permittee shall comply with all other applicable requirements contained in 15A NCAC 02D .0535,
including 15A NCAC 02D .0535(c) as follows:

1.

Any excess emissions that do not occur during start-up and shut-down shall be considered a violation
of the appropriate rule unless the owner or operator of the sources demonstrates to the Director, that
the excess emissions are a result of a malfunction. The Director shall consider, along with any other
pertinent information, the criteria contained in 15A NCAC 02D .0535(c)(1) through (7).

15A NCAC 02D .0535(g). Excess emissions during start-up and shut-down shall be considered a
violation of the appropriate rule if the owner or operator cannot demonstrate that excess emissions
are unavoidable.

J.  Emergency Provisions [40 CFR 70.6(g)]

The Permittee shall be subject to the following provisions with respect to emergencies:

1.

An emergency means any situation arising from sudden and reasonably unforeseeable events beyond

the control of the facility, including acts of God, which situation requires immediate corrective action

to restore normal operation, and that causes the facility to exceed a technology-based emission

limitation under the permit, due to unavoidable increases in emissions attributable to the emergency.

An emergency shall not include noncompliance to the extent caused by improperly designed

equipment, lack of preventive maintenance, careless or improper operation, or operator error.

An emergency constitutes an affirmative defense to an action brought for noncompliance with such

technology-based emission limitations if the conditions specified in 3. below are met.

The affirmative defense of emergency shall be demonstrated through properly signed

contemporaneous operating logs or other relevant evidence that include information as follows:

a. anemergency occurred and the Permittee can identify the cause(s) of the emergency;

b. the permitted facility was at the time being properly operated,;

c. during the period of the emergency the Permittee took all reasonable steps to minimize levek of
emissions that exceeded the standards or other requirements in the permit; and

d. thePermittee submitted notice of the emergencyto the DAQ within two working days of the time
when emission limitations were exceeded due to the emergency. This notice must contain a
description of the emergency, steps taken to mitigate emissions, and corrective actions taken.

In any enforcement proceeding, the Permittee seeking to establish the occurrence of an emergency

has the burden of proof.

This provision is in addition to any emergency or upset provision contained in any applicable

requirement specified elsewhere herein.
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K. Permit Renewal [15ANCAC 02Q .0508(e) and 02Q .0513(b)]

This 15ANCAC 02Q .0500 permit is issued for a fixed term notto exceed five years and shall expire at
the end of its term. Permit expiration terminates the facility's right to operate unless a complete 15A
NCAC 02Q.0500 renewal application is submitted at least six months before the date of permit expiration.
If the Permittee or applicant has complied with 15A NCAC 02Q .0512(b)(1), this 15A NCAC 02Q .0500
permit shall not expire until the renewal permit has been issued or denied. Permit expiration under 15A
NCAC 02Q .0400 terminates the facility’s right to operate unless a complete 15A NCAC 02Q .0400
renewal application is submitted at least six months before the date of permit expiration for facilities
subjectto 15ANCAC 02Q .0400 requirements. Ineither of these events, allterms and conditions of these
permits shall remain in effect until the renewal permits have been issued or denied.

L. Needto Halt or Reduce Activity Not a Defense [15A NCAC 02Q .0508(i)(4)]
It shall not be a defense for a Permittee in an enforcement action that it would have been necessary to halt
or reduce the permitted activity in order to maintain compliance with the conditions of this permit.

M. Duty to Provide Information (submittal of information) [L15A NCAC 02Q .0508(i)(9)]

1. The Permittee shall furnish to the DAQ, in a timely manner, any reasonable information that the
Director may request in writing to determine whether cause exists for modifying, revoking and
reissuing, or terminating the permit or to determine compliance with the permit.

2. The Permittee shall furnish the DAQ copies of records required to be kept by the permit when such
copies are requested by the Director. For information claimed to be confidential, the Permittee may
furnish such records directly to the EP A upon request along with a claim of confidentiality.

N. Duty to Supplement [15ANCAC 02Q .0507(f)]
The Permittee, upon becoming aware that any relevant facts were omitted or incorrect information was
submitted in the permit application, shall promptly submit such supplementary facts or corrected
information to the DAQ. The Permittee shall also provide additional information as necessary to address
any requirement that becomes applicable to the facility after the date a complete permit application was
submitted but prior to the release of the draft permit.

O. Retention of Records [15A NCAC 02Q .0508(f) and 02Q .0508 (1)]

The Permittee shall retain records of all required monitoring data and supporting information for a period
of at least five years from the date of the monitoring sample, measurement, report, or application.
Supporting information includes all calibration and maintenance records and all original strip-chart
recordings for continuous monitoring information, and copies of all reports required by the permit. These
records shall be maintained in a form suitable and readily available for expeditious inspection and review.
Any records required by the conditions of this permit shall be kept on site and made available to DAQ
personnel for inspection upon request.

P. Compliance Certification [L5ANCAC 02Q .0508(n)]

The Permittee shall submit to the DAQ and the EPA (Air and EPCRA Enforcement Branch, EPA, Region
4, 61 Forsyth Street SW, Atlanta, GA 30303) postmarked on or before March 1 a compliance certification
(for the preceding calendar year) by a responsible official with all federally-enforceable terms and
conditions in the permit, including emissions limitations, standards, or work practices. It shall be the
responsibility of the current owner to submit a compliance certification for the entire year regardless of
who owned the facility during the year. The compliance certification shall comply with additional
requirements as may be specified under Sections 114(a)(3) or 504(b) of the Federal Clean Air Act. The
compliance certification shall specify:

1. the identification of each term or condition of the permit that is the basis of the certification;

2. the compliance status (with the terms and conditions of the permit for the period covered by the

certification);
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3. whether compliance was continuous or intermittent; and
4. themethod(s) used fordetermining the compliance status of the source during the certification period.

Q. Certification by Responsible Official [15ANCAC 02Q .0520]
A responsible official shall certify the truth, accuracy, and completeness of any application form, report,
or compliance certification required by this permit. All certifications shall state that based on information
and belief formed after reasonable inquiry, the statements and information in the document are true,
accurate, and complete.

R. Permit Shield for Applicable Requirements [15A NCAC 02Q .0512]

1. Compliance with the terms and conditions of this permit shall be deemed compliance with applicable
requirements, where such applicable requirements are included and specifically identified in the
permit as of the date of permit issuance.

2. A permit shield shall not alter or affect:

a. the power of the Commission, Secretary of the Department, or Governor under NCGS 143-
215.3(a)(12), or EPA under Section 303 of the Federal Clean Air Act;

b. theliability of anowner or operator of afacility for any violation of applicable requirements prior
to the effective date of the permit or at the time of permit issuance;

c. the applicable requirements under Title IV; or

d. the ability of the Director or the EPA under Section 114 of the Federal Clean Air Act to obtain
information to determine compliance of the facility with its permit.

3. A permit shield does not apply to any change made at a facility that does not require a permit or
permit revision made under 15A NCAC 02Q .0523.

4. A permit shield does not extend to minor permit modifications made under 15A NCAC 02Q .0515.

S. Termination, Modification, and Revocation of the Permit [15A NCAC 02Q .0519]
The Director may terminate, modify, or revoke and reissue this permit if:
1. the information contained in the application or presented in support thereof is determined to be
incorrect;
the conditions under which the permit or permit renewal was granted have changed:;
violations of conditions contained in the permit have occurred;
the EPA requests that the permit be revoked under 40 CFR 70.7(g) or 70.8(d); or
the Director finds that termination, modification, or revocation and reissuance of the permit is
necessary to carry out the purpose of NCGS Chapter 143, Article 21B.

arwD

T. Insignificant Activities [L15ANCAC 02Q .0503]
Because an emission source or activity is insignificant does not mean that the emission source or activity
is exempted from any applicable requirement or that the owner or operator of the source is exempted from
demonstrating compliance with any applicable requirement. The Permittee shall have available at the
facility at all times and made available to an authorized representative upon request, documentation,
including calculations, if necessary, to demonstrate that an emission source or activity is insignificant.

U. Property Rights [15ANCAC 02Q .0508(i)(8)]
This permit does not convey any property rights in either real or personal property or any exclusive
privileges.

V. Inspection and Entry [1I5ANCAC 02Q .0508(1) and NCGS 143-215.3(a)(2)]
1. Upon presentation of credentials and other documents as may be required by law, the Permittee shall
allow the DAQ, or an authorized representative, to perform the following:
a. enter the Permittee's premises where the permitted facility is located or emissions-related activity
is conducted, or where records are kept under the conditions of the permit;
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b. have access to and copy, at reasonable times, any records that are required to be kept under the
conditions of the permit;

c. inspect at reasonable times and using reasonable safety practices any source, equipment
(including monitoring and air pollution control equipment), practices, or operations regulated or
required under the permit; and

d. sample or monitor substances or parameters, using reasonable safety practices, for the purpose of
assuring compliance with the permit or applicable requirements at reasonable times.

Nothing in this condition shall limit the ability of the EPA to inspect or enter the premises of the

Permittee under Section 114 or other provisions of the Federal Clean Air Act.

2. No person shall refuse entry or access to any authorized representative of the DAQ who requests
entry for purposes of inspection, and who presents appropriate credentials, nor shall any person
obstruct, hamper, or interfere with any such authorized representative while in the process of carrying
out his official duties. Refusal of entry or access may constitute grounds for permit revocation and
assessment of civil penalties.

W. Annual Fee Payment [L15A NCAC 02Q .0508(i)(10)]
1. The Permittee shall pay all fees in accordance with 15A NCAC 02Q .0200.
2. Payment of fees may be by check or money order made payable to the N.C. Department of
Environmental Quality. Annual permit fee payments shall refer to the permit number.
3. If, within 30 days after being billed, the Permittee fails to pay an annual fee, the Director may initiate
action to terminate the permit under 15A NCAC 02Q .0519.

X. Annual Emission Inventory Requirements [15A NCAC 02Q .0207]
The Permittee shall report by June 30 of each year the actual emissions of each air pollutant listed in
15ANCAC 02Q .0207(a) fromeach emission source within the facility during the previous calendar year.
The report shall be in or on such form as may be established by the Director. The accuracy of the report
shall be certified by a responsible official of the facility.

Y. Confidential Information [L15A NCAC 02Q .0107 and 02Q .0508(i)(9)]
Whenever the Permittee submits information under a claim of confidentiality pursuant to 15A NCAC
02Q .0107, the Permittee may also submit a copy of all such information and claim directly to the EPA
upon request. All requests for confidentiality must be in accordance with 15A NCAC 02Q .0107.

Z. Construction and Operation Permits [L15ANCAC 02Q .0100 and .0300]
A construction and operating permit shall be obtained by the Permittee for any proposed new or modified
facility or emission source which is not exempted from having a permit prior to the beginning of
construction or modification, in accordance with all applicable provisions of 15A NCAC 02Q .0100 and
.0300.

AA. Standard Application Form and Required Information [15A NCAC 02Q .0505 and .0507]
The Permittee shall submit applications and required information in accordance with the provisions of
15A NCAC 02Q .0505 and .0507.

BB. Financial Responsibility and Compliance History [15A NCAC 02Q .0507(d)(3)]
The DAQ may require an applicant to submit a statement of financial qualifications and/or a statement of
substantial compliance history.

CC. Refrigerant Requirements (Stratospheric Ozone and Climate Protection) [15A NCAC 02Q
.0501(d)]

1. If the Permittee has appliances or refrigeration equipment, including air conditioning equipment,

which use Class 1 or Il ozone-depleting substances such as chlorofluorocarbons and
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DD.

EE.

FF.

GG.

HH,

JJ.

hydrochlorofluorocarbons listed as refrigerants in 40 CFR Part 82 Subpart A Appendices A and B,
the Permittee shall service, repair, and maintain such equipment according to the work practices,
personnel certification requirements, and certified recycling and recovery equipment specified in 40
CFR Part 82 Subpart F.

2. The Permittee shall not knowingly vent or otherwise release any Class | or Il substance into the
environment during the repair, servicing, maintenance, or disposal of any such device except as
provided in 40 CFR Part 82 SubpartF.

3. The Permittee shall comply with all reporting and recordkeeping requirements of 40 CFR 82.166.
Reports shall be submitted to the EPA or its designee as required.

Prevention of Accidental Releases - Section 112(r) [I5ANCAC 02Q .0508(h)]

If the Permittee is required to develop and register a Risk Management Plan with EPA pursuant to Section
112(r) of the Clean Air Act, then the Permittee is required to register this plan in accordance with 40 CFR
Part 68.

Prevention of Accidental Releases General Duty Clause - Section 112(r)(1) - FEDERALLY-
ENFORCEABLE ONLY

Although a risk management plan may not be required, if the Permittee produces, processes, handls, or
stores any amount of a listed hazardous substance, the Permittee has a general duty to take such steps as
are necessary to prevent the accidental release of such substance and to minimize the consequences of
any release.

Title 1V Allowances [L15ANCAC 02Q .0508(i)(1)]

This permit does not limit the number of Title IV allowances held by the Permittee, but the Permittee may
notuse allowances as a defense to noncompliance with any otherapplicable requirement. The Permittee’s
emissions may not exceed any allowances that the facility lawfully holds under Title IV of the Federal
Clean Air Act.

Air Pollution Emergency Episode [15A NCAC 02D .0300]

Should the Director of the DAQ declare an Air Pollution Emergency Episode, the Permittee will be
required to operate in accordance with the Permittee’s previously approved Emission Reduction Phn or,
in the absence of an approved plan, with the appropriate requirements specified in LI5SANCAC 02D .0300.

Registration of Air Pollution Sources [L15ANCAC 02D .0202]
The Director of the DAQ may require the Permittee to register a source of air pollution. If the Permittee

is required to register a source of air pollution, this registration and required information will be in
accordance with 15ANCAC 02D .0202(b).

. Ambient Air Quality Standards [15ANCAC 02D .0501(c)]

In addition to any control or manner of operation necessary to meet emission standards specified in this
permit, any source of air pollution shall be operated with such control or in such manner that the source
shall not cause the ambient air quality standards in 15A NCAC 02D .0400 to be exceeded at any point
beyond the premises on which the source is located. When controls more stringent than named in the
applicable emission standards in this permit are required to prevent violation of the ambient air quality
standards or are required to create an offset, the permit shall contain a condition requiring these controk.

General Emissions Testing and Reporting Requirements [L5A NCAC 02Q .0508(i)(16)]

Emission compliance testing shall be by the procedures of Section .2600, except as may be otherwise
required in Rules .0524, .1110, or .1111 of Subchapter 02D. If emissions testing is required by this
permit or the DAQ or if the Permittee submits emissions testing to the DAQ to demonstrate compliance
for emission sources subject to Rules .0524, .1110, or .1111, the Permittee shall provide and submit all
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notifications, conduct all testing, and submit all test reports in accordance with the requirements of 16A
NCAC 02D .0524, .1110, or .1111, as applicable. Otherwise, if emissions testing is required by this
permit or the DAQ or if the Permittee submits emissions testing to the DAQ to demonstrate compliance,

the

Permittee shall perform such testing in accordance with 15A NCAC 02D .2600 and follow the

procedures outlined below:

1.

KK

The owner or operator of the source shall arrange for air emission testing protocols to be provided
to the Director prior to air pollution testing. Testing protocols are not required to be pre-approved
by the Director prior to air pollution testing. The Director shall review air emission testing protocok
for pre-approval prior to testing if requested by the owner or operator at least 45 days before
conducting the test.
Any person proposing to conduct an emissions test to demonstrate compliance with an applicable
standard shall notify the Director at least 15 days before beginning the test so that the Director may
at his option observe the test.
The owner or operator of the source shall arrange for controlling and measuring the production
rates during the period of air testing. The owner or operator of the source shall ensure that the
equipment or process being tested is operated at the production rate that best fulfills the purpose of
the test. The individual conducting the emission test shall describe the procedures used to obtain
accurate process data and include in the test report the average production rates determined during
each testing period.

Two copies of the final air emission test report shall be submitted to the Director not later than 30

days after sample collection unless otherwise specified in the specific conditions. The owner or

operator may request an extension to submit the final test report. The Director shall approve an
extension request if he finds that the extension request is a result of actions beyond the control of
the owner or operator.

a. The Director shall make the final determination regarding any testing procedure deviation and
the validity of the compliance test. The Director may:

i. Allow deviations from a method specified under a rule in this Section if the owner or
operator of the source being tested demonstrates to the satisfaction of the Director that the
specified method is inappropriate for the source being tested.

ii. Prescribe alternate test procedures on an individual basis when he finds that the alternative
method is necessary to secure more reliable test data.

iii. Prescribe or approve methods on an individual basis for sources or pollutants for which no
test method is specified in this Section if the methods can be demonstrated to determine
compliance of permitted emission sources or pollutants.

b. The Director may authorize the Division of Air Quality to conduct independent tests of any
source subject to arule in this Subchapter to determine the compliance status of that source or
to verify any test data submitted relating to that source. Any test conducted by the Division of
Air Quality using the appropriate testing procedures described in Section 02D .2600 has
precedence over all other tests.

Reopening for Cause [15A NCAC 02Q .0517]

A permit shall be reopened and revised under the following circumstances:

a. additional applicable requirements become applicable to a facility with remaining permit term of
three or more years;

b. additional requirements (including excess emission requirements) become applicable to a source
covered by Title IV

c. theDirector or EPAfinds that the permit contains a material mistake or that inaccurate statements
were made in establishing the emissions standards or other terms or conditions of the permit; or

d. the Director or EPA determines that the permit must be revised or revoked to assure compliance
with the applicable requirements.
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2. Any permit reopening shall be completed or a revised permit issued within 18 months after the
applicable requirement is promulgated. No reopening is required if the effective date of the
requirement is after the expiration of the permit term unless the term of the permit was extended
pursuant to 15A NCAC 02Q .0513(c).

3. Except for the state-enforceable only portion of the permit, the procedures set outin 15A NCAC 02Q
.0507, .0521, or .0522 shall be followed to reissue the permit. If the State-enforceable only portion
of the permit is reopened, the procedures in 15A NCAC 02Q .0300 shall be followed. The
proceedings shall affect only those parts of the permit for which cause to reopen exists.

4. The Director shall notify the Permittee at least 60 days in advance of the date that the permit is to be
reopened, except in cases of imminent threat to public health or safety the notification period may be
less than 60 days.

5. Within 90 days, or 180 days if the EPA extends the response period, after receiving notification from
the EPA that a permit needs to be terminated, modified, or revoked and reissued, the Director shall
send to the EPA a proposed determination of termination, modification, or revocation and reissuance,
as appropriate.

LL. Reporting Reguirements for Non-Operating Equipment [15A NCAC 02Q .0508(i)(16)]
The Permittee shall maintain a record of operation for permitted equipment noting whenever the
equipment is taken from and placed into operation. When permitted equipment is not in operation, the
requirements for testing, monitoring, and recordkeeping are suspended until operation resumes.

MM. Fugitive Dust Control Requirement [15A NCAC 02D .0540]
As required by 1I5ANCAC 02D .0540 "Particulates from Fugitive Dust Emission Sources,” the Permittee
shall not cause or allow fugitive dust emissions to cause or contribute to substantive complaints or excess
visible emissions beyond the property boundary. If substantive complaints or excessive fugitive dust
emissions from the facility are observed beyond the property boundaries for six minutes in any one hour
(using Reference Method 22 in 40 CFR, Appendix A), the owner or operator may be required to submit
a fugitive dust plan as described in 02D .0540(f).

"Fugitive dust emissions" means particulate matter from process operations that does not pass through a
process stack or vent and that is generated within plant property boundaries from activities such as:
unloading and loading areas, process areas, stockpiles, stock pile working, plant parking lots, and plant
roads (including access roads and haul roads).

NN. Specific Permit Modifications [15ANCAC 02Q .0501 and .0523]

1. For modifications made pursuantto 15ANCAC 02Q .0501(b)(2), the Permittee shall file a Title V
Air Quality Permit Application for the air emission source(s) and associated air pollution control
device(s) on or before 12 months after commencing operation.

2. For modifications made pursuant to 15A NCAC 02Q .0501(c)(2), the Permittee shall not begin
operation of the air emission source(s) and associated air pollution control device(s) until a Title V
Air Quality Permit Application is filed and a construction and operation permit following the
procedures of Section .0500 (except for Rule .0504 of this Section) is obtained.

3. For modifications made pursuant to 502(b)(10), in accordance with 15A NCAC 02Q
.0523(a)(1)(C), the Permittee shall notify the Director and EPA (EPA - Air Planning Branch, 61
Forsyth Street SW, Atlanta, GA 30303) in writing at least seven days before the change is made.
The written notification shall include:

a. adescription of the change at the facility;

b. the date on which the change will occur;

c. any change in emissions; and

d. any permit term or condition that is no longer applicable as a result of the change.
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In addition to this notification requirement, with the next significant modification or Air Quality Permit
renewal, the Permittee shall submit a page "E5" of the application forms signed by the responsible
official verifying that the application for the 502(b)(10) change/modification, is true, accurate, and
complete. Further note that modifications made pursuant to 502(b)(10) do not relieve the Permittee
from satisfying preconstruction requirements.

OO0.Third Party Participation and EPA Review [15A NCAC 02Q .0521, .0522 and .0525(7)]
For permits modifications subject to 45-day review by the federal Environmental Protection Agency
(EPA), EPA’s decision to not object to the proposed permit is considered final and binding on the EPA
and absent a third party petition, the failure to object is the end of EPA's decision-making process with
respect to the revisions to the permit. The time period available to submit a public petition pursuant to
15A NCAC 02Q .0518 begins at the end of the 45-day EPA review period.
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ATTACHMENT

List of Acronyms

AOS
BACT
BAE
Btu
CAA
CAM
CEM
CFR
CSAPR
DAQ
DEQ
EMC
EPA
FR
GACT
GHGs
HAP
LAER
MACT
NAA
NAAQS
NCAC
NCGS
NESHAP
NOx
NSPS
NSR
OAH
PAE
PAL
PM
PM 5
PMuo
POS
PSD
PTE
RACT
SIC
SIP
SO,
TAP
tpy
VOC

Alternative Operating Scenario

Best Available Control Technology
Baseline Actual Emissions

British thermal unit

Clean Air Act

Compliance Assurance Monitoring
Continuous Emission Monitor

Code of Federal Regulations

Cross-State Air Pollution Rule

Division of Air Quality

Department of Environmental Quality
Environmental Management Commission
Environmental Protection Agency

Federal Register

Generally Available Control Technology
Greenhouse Gases

Hazardous Air Pollutant

Lowest Achievable Emission Rate
Maximum Achievable Control Technology
Non-Attainment Area

National Ambient Air Quality Standards
North Carolina Administrative Code
North Carolina General Statutes

National Emission Standards for Hazardous Air Pollutants
Nitrogen Oxides

New Source Performance Standard

New Source Review

Office of Administrative Hearings
Projected Actual Emissions

Plantwide Applicability Limitation
Particulate Matter

Particulate Matter with Nominal Aerodynamic Diameter of 2.5 Micrometers or Less
Particulate Matter with Nominal Aerodynamic Diameter of 10 Micrometers or Less
Primary Operating Scenario

Prevention of Significant Deterioration
Potential to Emit

Reasonably Available Control Technology
Standard Industrial Classification

State Implementation Plan

Sulfur Dioxide

Toxic Air Pollutant

Tons Per Year

Volatile Organic Compound



